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PREFACE

PURPOSE

This field manual provides doctrinal guidance on
the use ’and employment of recovery and repair as-
sets on the battlefield. Practical methods of
recovering or repairing disabled or immobilized
vehicles due to terrain, mechanical failures, or hos-
tile actions are also addressed in this publication.

SCOPE

FM 9-43-2 s directed toward both the leader and
the technician. Tactically, it provides a layout of how
recovery and BDAR assets are employed on the bat-
tlefield. Technically, it provides principles of resis-
tance and the mechanical applications to overcome
them. Equipment, rigging techniques, and expedient
repairs are summarized as a refresher for H8 ASI

(recovery-trained) soldiers and as general guidance
for others.

APPLICATION

The procedures and doctrine in this manual are’
designed for both wartime and operation other than
war. Normally, BDAR should be used when and
where standard maintenance practices are not prac-
tical due to METT-T. BDAR is not meant to replace
standard maintenance practices, but rather to sup-
plement them under certain conditions. Standard
maintenance procedures provide the best and most
effective means of returning disabled equipment to
the operational commander, provided adequate
time, parts, and tools are available.

High-risk battlefield damage repairs, (danger to
personnel and equipment) are only authorized in



emergency situations, normally in a battlefield en-
vironment and only when directed by the owning unit
commander or his designated representative. The
goal is to return a combat system to battle in the least
amount of time.

BDAR techniques are not limited to simple res-
toration of minimal functional combat capability. If
full mission capability can be restored expediently
with a limited expenditure of time and assets, this
should be done. This decision is based on METT-T.

Some BDAR techniques, if applied, may result in
shortened life or further damage to components.
The commander must decide whether the risk of
having one less vehicle outweighs the risk of apply-
ing a potentially destructive expedient repair. Each
technique gives appropriate warnings and cautions
and lists sygtem limitations caused by this action.

When operating recovery assets around or on an
aircraft, extreme caution and use of ground guides
must be a factor.

Users of this manual are encouraged to submit
suggestions, changes, or comments to improve this
manual. Comments with justifications should be
keyed to specific page, paragraph, and line of text;
prepared on DA Form 2028 (Recommended Chan-
ges to Publications and Blank Forms); and for-
warded to: '

éommander,

CASCOM,

ATTN: ATCL-AO,

Fort Lee, VA 23801-6000

The provisions of this publication are the subject
of international agreement QSTAG 171, Procedures
for Repair and Recovery of Military Technical
Equipment.

Unless this publication states otherwise, mas-
culine nouns and pronouns do not refer exclusively
to men.
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CHAPTER 1

INTRODUCTION TO RECOVERY AND |
BATTLEFIELD DAMAGE ASSESSMENT AND REPAIR

Recovery and Battlefield Damage Assessment and Repair (BDAR) are separate and
distinct subsets of maintenance. Both are the owning units’ responsibility, both have a
fundamental purpose of returning combat assets to the battlefield ASAP. The purpose
of recovery is the rapid removal of a disabled vehicle from the battlefield while the pur-
pose of BDAR is the rapid temporary repair of the vehicle in order to continue the mis-
sion or self-recover. Training for BDAR should include some training in recovery
techniques. There are not any written policies for BDAR in the United States Marine
Corps. Recovery vehicles, wheel and track, should carry at least one BDAR kit to aid in
recovery operations.



RECOVERY

Recovery is retreiving, or freeing immobile, in-
operative, or abandoned materiel from its current
position and returning it to operation or to a main-
tenance site for repair. These actions typically in-
volve towing, lifting, and winching. Towing is
typically limited to moving vehicles to the nearest
Unit Maitenance Collection Point. Recovery con-
sists of : Self-recovery, like-recovery, and dedicated-
recovery. Self-recovery actions use only the
equipment’s assets; like-recovery actions involve the
assistance of a second, similar vehicle; and dedi-
cated-recovery requires the assistance of a vehicle
which is specifically designed and dedicated to
recovery operations. Recovery also takes place
during operations other than war (OOTW). Unless
specifically mentioned, recovery Tactics, Techni-
ques, and Procedures (TTP) and Doctrine, Or-
ganization, Training, Leader, Development, and
Soldier (DOTLMS) considerations apply to both
combat and OOTW.

SELF-VEHICLE

Self-recovery is initiated at the location a vehicle
becomes mired or disabled. The operator/crew uses
the basic issue items (BII) and additional authorized
listing (AAL, OVE for USMC) items to perform self-
vehicle recovery. Also the operator/crew can use the
axeto cut branches to put under the tires/track to get
better traction (if situation or country permits tree
cutting).

When the equipment has a mechanical failure, the
operator/crew will use the equipment’s -10 manual to
perform troubleshooting procedures with the tools
available in the BII and AAL. When self-recovery
fails, the operator/crew requests assistance from
available like vehicles.

NOTE: By current doctrine, equipment self-
recovery winches can only be used to recover
the vehicle that it is mounted on. It cannot be



used to recover another mired vehicle. Dedi-
cated recovery vehicles with trained operators
will perform this function.

LIKE-VEHICLE

Like-vehicle recovery is used when self-vehicle
recovery fails. The principal is to utilize another
piece of equipment, of the same weight class or
larger, to extract or tow the mired vehicle by use of
tow bars, chains, tow cables, and Allied Kinetic
Energy Recovery Rope (AKERR). The AKERR is
used to extract a mired vehicle, it is not designed as
atowing device. When self- and like-vehicle recovery
is not practiced or available, then use dedicated
recovery assets.

DEDICATED RECOVERY VEHICLE

Using a dedicated recovery vehicle is the second
level of recovery. Dedicated recovery vehicles are
used in situations where self/like-vehicle recovery is
not possible due to the severity of the situation,
safety considerations, or the inability to use like-
vehicle assets employed in their primary function.

Recovery managers must ensure recovery vehicles
are used only when required and returned quickly to
a central location to support the unit. In addition to
its recovery mission, this equipment is often used for
heavy lifting required in maintenance operations.
Recovery manager/supervisors must use all available
resources carefully to provide sustained support.

BDAR

BDAR is the procedure used to rapidly return dis-
abled equipment to the operational commander by

expediently fixing, bypassing, or juryrigging com-
ponents. BDAR restores the minimum essential
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DATE, AR 750-1-DA Pamphiet 738-750

combat capabilities necessary to support a specific
combat mission or to enable the equipment to self-
recover. Depending on the repairs required and the
amount of time available, repairs are temporary and
may or may not restore the vehicle to fully mission
capable (FMC) status. It is done by crew, main-
tenance teams (MT), maintenance support teams
(MST), or recovery teams. BDAR will not fix all
problems but has proven a 79 percent return to com-
bat rate. BDAR fixes are not permanent repairs in
accordance with AR 750-1. Replace these repairs
with standard maintenance procedures as soon as
possible and carry a circled X until replaced.

PEACETIME BDAR
APPLICATION AND TRAINING

The Maintenance Management UPDATE, AR
750-1 (Figure 1-1), requires unit commanders to con-
duct non-distructive peacetime BDAR training.
There are also critical soldier technical tasks that
soldiers must master before performing BDAR or
Recovery. Soldiers on BDAR or recovery teams must
know how to read a map, handle booby traps, use the
radio, and so forth. Each crewman should know how



to perform initial battle damage assessment (BDA)
for his equipment and especially his crew position.

The Army maintenance standard is based on -10/-
20 TMs and PMCS; there are specific occasions when
peacetime BDAR can be applied. Units are en-
couraged to perform low-risk, nondestructive BDAR
techniques during training events. A goal of Army
training is to simulate combat conditions as closely
as possible. It is at this time that commanders can
direct the employment of BDAR for normal main-
tenance failures. Unit commanders should develop
scenarios during training in which vehicle crews and
unit/DS mechanics conduct BDAR and recovery
operations. BDAR is found in individual and collec-
tive training tasks. Commanders should be aware of
what MOSs require knowledge of BDAR. Company
and battalion (ARTEP) tasks, especially in combat
service support CSS units, require some knowledge
of BDAR. Military Qualification Skills (MQS) for
ordnance company grade officers also require
awareness of the Army’s BDAR policy and doctrine.

Peacetime BDAR training is necessary if we are to
perform these vital tasks on the battlefield. Recent

military operations have highlighted how U.S. forces
can be projected almost overnight into situations
where combat is expected and normal logistical ar-
rangements are rudimentary.

Equipment operators and mechanics can probab-
ly master BDAR very quickly as they have already
had some maintenance and mechanic training.
Vehicle crew members should be taught BDAR tech-
niques for their specific crew stations. Cross-train-
ing of organizational and DS is also necessary.
Mechanics who can change a fan belt or fuel filter
can easily learn how to do expedient fixes for these
same items. Experience in live-fire tests at Aberdeen
Proving Ground, Maryland and at Meppen, Ger-
many, have demonstrated that soldiers can pick up
the necessary skills to perform BDAR with a mini-
mum of training. With the adoption of TACOM
ground equipment BDAR Kkits and easy-to-use in-
structions, the task of training will be even easier fgr
the commander. Another factor in performing
BDAR training is the fact that techniques outlined
in BDAR TMs are simple tasks with easy to com-
prebend illustrations.



Training BDAR does not require expensive or
complicated training aids. Unit equipment, during
field exercises, can have low-risk BDAR fixes ap-
plied to them until standard maintenance can be per-
formed, if required. Soldiers can use BDAR TMs
and kits to become proficient in their use and assess-
ment procedures. If more sophisticated or difficult
tasks are to be trained, then old radiators, gas tanks,
hydraulic lines, and code H vehicles and equipment
are often available through local DRMO. Super-
visors at all levels should use the low-, medium-, and
high-risk classifications when performing such train-
ing to minimize accidents and/or damage to equip-
ment. The unit commander makes the desicion to use
low-risk peacetime BDR during training.

To summarize, a unit training program should use
the following outline to--

® Orient crew/operator/mechanic on BDAR
doctrine and regulations.

® Train personnel in BDAR TM and kit use.

® Periodically review the following BDAR
training films--

— 709741 DA TVT 9-237, Battlefield Damage
Assessment and Repair - M1 Battle
Damage Repair Kit.

— 709740 DA TVT 9-236, Battlefield Damage
Assessment and Repair - The M2/3 Generic
Battle Damage Repair Kit.

— 709742 DA TVT 9-238, Battlefield Damage
Assessment and Repair, The MS8S8
Battlefield Damage Repair Kit.

Train personnel in identifying BDAR fixes for any
equipment breakdowns that can be used to restore
full or partial operation. This includes--

® Installation of components from other vehicles
that can be modified to fit or interchange with
components in order to restore basic functional
capability.



e Part fabrication, jury-rigging, and use of
substitute fuels,fluids, and lubricants. Provide
time in the unit training schedule to practice
BDAR. During FTXs, low-risk BDAR should
be allowed. Standard repair can be performed
later. TACOM and ATCOM BDAR kits and
training films can be used to familiarize
personnel on kit utilization.

Use local materials from DRMO or other avail-
able equipment such as vehicle hulls used as range
targets for hull repair, This will be especially helpful
in familiarizing people with ground and aviation
BDAR kits.

WAIVER OF PRECAUTIONS

In combat, BDAR/Recovery may be performed on
vehicles”and equipment which are fueled and/or
armed. Other precautions may be waived at the dis-
cretion of the commander.

NBC ENVIRONMENT

BDAR/Recovery may be required in a chemically
contaminated area or under adverse conditions with

severe limitations involving personnel, facilities,

equipment, and materials. Performance of
repair/recovery tasks may be necessary while wear-
ing protective gear. If the mission does not allow for
a recovery team to recover the equipment, BDAR
should be kept to a minimum, then recovered to a
décontamination area. After decontamination, com-
plete repairs. FM 3-5 (FM 11-10 for USMC)contains
expedient decontamination procedures.

Full MOPP reduces the efficiency of recovery per-
sonnel. Protective clothing and equipment restricts
the soldier’s working ability. While wearing gloves,
manual dexterity and touch sensation are reduced.
Wearing the mask limits sight, speech, and hearing.
in accordance with FM 3-4, recovery operations are
considered to be a heavy work load. Heat buildup is
a major factor in doing heavy work for long periods.
The rate of work may be varied using short rest
periods, rotation of heavy jobs, adequate water supp-
ly, and use of vehicle transportation.

When there is not a direct threat, the protection
level for tasks requiring manual dexterity, visual



acuity, and voice communication may be reduced.
General guidance on the levels of MOPP and as-
sociated protective clothing and equipment are
covered in the unit SOP and FM 3-4,

CAUTION:

Recovery team personnel conducting BDAR
or other recovery operations (under NBC con-
ditions) must use caution to minimize any
damage to their masks, hoods, or overgar-
ments (for example, POL spills, and so forth).
Recovery teams must be aware that vehicle fil-
ters or fluid reservoirs may also contain NBC
contaminants, and caution should be exer-
cised when checking or repairing those par-
ticular components.

Recovery teams must be trained in NBC defense
procedures, monitoring, and detection techniques.
The teams should have extra decontamination equip-
ment, decontaminating agents, and protective cloth-

ing. Contaminated recovered equipment could
spread an agent along the evacuation route. Con-
taminated recovered equipment flowing forward
may spread an agent along the route and pose a
hazard to uncontaminated units and equipment.
Commanders should keep in mind that equipment
used to recover contaminated equipment will also be
contaminated. Contaminated equipment should not
be evacuated to clean areas until fully decon-
taminated. The sooner the contamination is
removed, the sooner you can reduce MOPP levels
and begin restoring combat power.

A complete assessment needs to be made before
entering a battle damaged vehicle, vessel, or aircraft
before attempting to repair any damaged equipment.
Some additional environmental concern of risk could
be damaged ammunition that has depleted uranium
(DU) as a component material. Depleted uranium
emits low-level radiation, which is mostly an internal
body hazard (open wounds, ingestion, inhalation).
Depleted uranium, if it enters the body, can cause
heavy metal poisoning. Inform medical personnel
when any injured personnel are exposed to particles
of depleted uranium or any known radiation hazard.



When working in an environment which is or may be
contaminated with depleted uranium, soldiers
should make every effort not to have skin come into
contact with depleted uranium particles: they should
keep sores and open wounds covered and use protec-
tive masks, M17/M40, to prevent inhaling or ingest-
ing depleted uranium particles. When working in or
around vehicles damaged by DU ammo or vehicles
with DU armor damage, wear safety glasses and
gloves, wash hands and face thoroughly before
eating, drinking, and/or smoking! The area may con-
tain unexploded ordnance, identifiable or unidentifi-
able encmy ordnance, or in aircraft, the emergency
escape mechanisms with hatch opening and ejection
explosives.

ENVIRONMENTAL PROTECTION

Fuel, oil, and other mechanical fluids spilled on
the ground during BDAR operations can cause great
great damage to the environment. As with many
BDAR considerations, the level environmental
protection will be mission dependant. Even in
periods of heightened conflict, simple steps can help
to perserve and protect our fragile environment. All

practical efforts should be made to avoid environ-
mental contamination. Spills over one gallon should
be reported through the chain of command to the
unit’s logistical element, such as the Batallion’s §-4.

TOOLS AND EQUIPMENT

The U.S. Army Materiel Command has designed
special BDAR Kkits for ground equipment and Army
aviation. These kits were designed for use at the
breakdown site to allow the crew or maintenance
personnel the capability ¢~ perform BDAR without
access to special tools and equipment. Normally
these kits are located with the MT or the DS MST. A
smaller, lighter, and more inexpensive kit is being
designed for the operator/crew for use onboard
vehicles. BDAR is by no meaas limited to what can
be performed with these kits, but for the first time,
crew and maintenance personnel will have materiel
and tools on hand specifically designed for BDAR.
Vehicle BII, On Vehicle Equipment (OVE) for the
USMC, organizational tools, and tools found with
the DS contact teams are to be used when available.



HOST NATION SUPPORT MAY BE
UTILIZED TO OFFSET PROBLEMS
ENCOUNTERED BY UNITS
DEPLOYED OVERSEAS
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In an actual theater of operations, units will be ex-
pected to make extensive use of host nation military
and commercial sources to perform BDAR and
replenish kits. Each unit is expected and encouraged
to modify its kits to suit its special operational needs
and geographical environment. See Appendix A for
additional information on BDAR Kkits.

HOST NATION SUPPORT (HNS)

Units deployed overseas find themselves at the
end of a long line of communications. In addition,
soldiers operate in harsh terrain and less than
desirable climatic conditions. Units may expend
their basic load of supplies very quickly and may face
a long wait for replenishment. Deployment flow may
not allow delivery of recovery assets until late in the
deployment sequence. To offset these problems,
HNS can be used to replenish contents of BDAR
kits, and provide recovery assets, material, and
equipment. Even in the most remote locations of the
world, HNS will usually have industrial sources and
automotive repair capabilities. material suitable for
recovery. Procurement officers should be able to
replenish BDAR kits and obtain other supplies and



tools required to perform BDAR and/or recovery
operations. Higher headquarters publish command
directives outlining HNS procurement procedures
and sources of supply. BDAR kit contents are
selected and designed to be replenishable from local
sources. Commanders and maintenance personnel
must be prepared to avail themselves of this valuable
resource.

Host or hostile nation service stations, industrial
facilities, and automotive service and supply centers
are invaluable sources of supply. Use of local sour-
ces must be closely supervised by the respoasible
field procurement officer. Prompt payment of pur-
chases and payment for rental space and facilities is
crucial to maintaining friendly relations with the
local population and retaining their support. If using

1-11

abandoned HNS or hostile nation equipment that is
suitable for BDAR and recovery operations, be sure
to gain command approval prior to use. Procurement
offices should be involved in the decison.

During operations in a host nation, such as OOTW
missions, U.S. forces will comply with all applicable
regulations including Status of Force Agreements,
treaties, and international agreements. Important to
BDAR are the HN laws governing spills such as fuel
and oil. If no HN environmental laws exist, as was the
case in Operation Restore Hope in Somalia, U.S. for-
ces will follow the laws of the United States. See Ap-
pendix B for information on Combined and
Multinational BDAR operations.



| CHAPTER 2
PRINCIPLES OF RECOVERY

GENERAL

Recovery is performed to:

e Retrieve damaged equipment for repair and
return to use.

o Retrieve abandoned equipment for further use.

® Prevent enemy capture of equipment.

e Ensure recovery assets are equipped with
communications.

® Obtain enemy materiel and records for
intelligence purposes or for use by US or allied
forces.



Recovery assets are centrally managed. This
provides direction, permits better management, and
provides quicker responses to task organization,
work load, and the tactical situation. In combat units,
the recovery manager is designated at battalion level
and is normally the BMO. Some combat arms bat-
talions (that is, nondivisional, defense battalions, en-
gineer battalions, and so forth) have company-sized
units that operate without a BMO or BMT. In these
type units, the senior maintenance supervisor, motor
officer/sergeant, manage recovery assets.

The type and quantity of supported equipment, as
well as tactical situation, may require the tailoring of
recovery assets. Only the minimum number of
recovery assets should be deployed for each mission.

The BMO or other designated individual coor-
dinates recovery operation with overall repair efforts
to support the commander’s priorities and tactical
situation most effectively. The following general
principals apply to recovery management:

e Commanders must set recovery priorities.

o Using units are responsible for recovery of their
equipment. Limited backup support is available
from the next level of maintenance.

e Coordinate recovery operations with the
maintenance effort.

® Recovery vehicles of the correct load class must
be used to ensure safety.

® Recovery vehicles should not return equipment
farther than the UMCP. This keeps recovery
assets forward.

® Recovery teams must use NBC contamination
avoidance principles to avoid contamination or
to minimize targeting.

® Recovery teams should take all practical steps
to avoid spills and other environmental
contamination.



FUNDAMENTAL METHODS OF RECOVERY

INTRODUCTION

Three questions should come to mind when a sol-
dier faces a recovery task: "What must be done?",
"What equipment must be used?", and "What techni-
ques must be used?" This chapter will answer these
questions beginning with a summary of the four
methods of recovery. It will give details about
recovery tackle and how to use and maintain it.

WINCHING, LIFTING, TOWING,
EXPEDIENTS

The four methods of recovery are:

e Winching - using winches on special purpose or
cargo vehicles.

e Lifting - using lifting capabilities of special
purpose vehicles.

2-3

e Towing - using the towing capabilities of similar
or special purpose vehicles.

e Expedients - used when other methods are not
adaptable to the situation, or when appropriate
like-vehicles or dedicated recovery vehicles are
not available.

RECOVERY SAFETY

Recovery can be inherently dangerous unless
safety is continually observed and practiced. Each of
the recovery functions (winching, lifting, and towing)
must only be performed with safety as the primary
concern. Always follow safety warnings in this
manual and in the operator’s manual for both the
recovery vehicle and the recovered vehicle or equip-
ment. Following are some key factors and actions
that cant help prevent unnecessary damage to equip-

‘ment and more importantly, injury to personnel.



Know recovery equipment capabilities and limita-
tions! Winches have tremendous power and if not
properly secured to the disabled vehicle, they can rip
off tow lugs, bumpers, and other attachments that
often become missiles injuring personnel and/or
damaging equipment. Always follow the safe rigging
guidelines in this manual. Keep all but the minimum
required personnel away from the recovery area.
Each recovery crew member must know where other
crew members arc located at all times.

Ground chocks and spades have their limitations.
If overloaded, the recovery vehicle can slide out of
control.

Winch cables can break and backlash into person-
nel.

Exercise extreme caution when towing,

Towed track vehicles and some wheel vehicles will
not have any braking effect. The recovery vehicle
must provide braking for the towed vehicle as well as
itself. Remember, some track vehicles may also re-
quire a holdback vehicle during towing operations.

Check the operator’s manual,

Wrecker lift-towing operations also require ex-
treme caution! The towed vehicle performs abnor-
mally because the vehicle weight is not distributed on
all wheels and the wrecker steering control is
degraded because of reduced weight on the front
wheels.

Other recovery lifting actions also require ex-
treme caution to prevent injury to personnel and/or
damage to equipment. Suspended loads can drop or
slide. If the crane has a remote control, use it to keep
away from the action. The remote control can also
assist in observing equipment movement of the
recovery actions and location of other crew mem-
bers. Never exceed the limitations of the crane or its
outriggers.

REMEMBER,
DURING RECOVERY OPERATIONS
SAFETY FIRST!
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Figure 2-1. Wire Rope

RECOVERY EQUIPMENT
Wire Rope
A wire rope is made of many wires twisted
together to make a strand. The strands are then
twisted together around a core making a rope. Wire
rope is designated by the number of strands per rope
and the number of wires per strand.

Example: 6 x 19 rope is 6 strands per rope, 19 wires
per strand.

Cores. Wire rope cores are of three types: fiber,
strand, and independent. Each type gives support to *
the strands laid around it. Fiber cores will add
flexibility and elasticity to a wire rope. Metallic
strand cores will withstand high operating pressures,



resist heat, and give minimum stretch and additional
strength. However, independent wire rope cores are
often used for winches because they add the most
strength.

Lay. The lay of wire rope is the combined direction
of the lay of the wire in the strand and the direction
of lay in the strands on the rope. Wire rope is made
with either right or left lay, depending on the direc-
tion of the helix of the strands in the rope. In a right-
lay rope, the strands are laid around the core from
left to right, as in a right-hand screw thread. The
strands of a left-lay rope are laid around the core
from right to left, as in a left-hand screw thread. In
most cases, it makes little difference whether a right-
or left-lay rope is used. However, right-lay ropes are
recognized as standard for most types of service.

Care and Use. Wire rope should be handled correct-
ly at all times for best service and to prevent injury
to personnel. When using wire rope, observe the fol-
lowing precautions.

v,

Figure 2-2. Kinking

New rope. When installing new wire rope,work the
rope several times under a load so that it can adjust
itself to working conditions, i.e. build memory.

Kinks. Avoid all kinks. Kinks make the rope unser-
vicable. A kink cannot be straightened by pulling the
rope taut since this merely unlays the rope.

Miscellaneous. Avoid pulling rope around small
trees or flat surfaces since this causes strands to
spread. Avoid using wire rope on sheaves that are too

e —
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Figure 2-3. Seizing Wire Rope

small since this breaks wire in the strands and
weakens the rope.

Wire rope lubrication. Be sure to lubricate wire rope
which is in service. Lubrication protects the rope
agamst corrosion, reduces friction within the rope,
expels moisture, and preserves the rope. Wire rope
is lubricated when manufactured, but requires peri-
odic lubrication. Check the appropriate vehicle tech-
nical manual for type and interval of lubrication.

Seizing wire rope. Always bind the ends of wire rope
to prevent strands and wire from untwisting. Before
cutting wire rope, it is necessary to bind it. The seiz-
ing method is recommended when special fittings are
not available. to the rope by hand. Keep the coils
tight and the rope under tension. Twist the ends of
the seizing wire counterclockwise, and tighten the
twist enough to remove slack. The number of wraps
for each end of the wire rope should be three times
the diameter of the rope in inches. They should be
made the same length as the diameter of the rope,
and spaced a distance equal to twice the diameter of
the rope.



WARNING:

When seizing wirerope, it is importantto be
safety conscious. Cables or wire ropes can
become damaged through use. Personnel
should always wear heavy gloves with
leather palms when handling wire rope or
cable to minimize potential injury. Gloves
will prevent hands from being injured or cut
because of broken wires.

Bt ”“"@%g

® SEIZES SAME LENGTH AS DIAMETER OF ROPE
® SPACE SEIZES EQUAL TO TWICE THE
DIAMETER OF THE ROPE

\.

Figure 2-4. Cutting Wire Rope
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Cutting: After seizing, wire rope may be cut by any
of the following means:

® A special wire rope cutter and sledge hammer.

e A long tapered chisel and sledge hammer. (The
chisel must be wider than the rope being cut.)

® A bolt cutter (small rope only).
e A hacksaw.

® An oxyacetylene cutting torch if rope is not to
be spliced. This is a dangerous procedure.
Exercise extreme caution.

Wire Rope Attachment

Fittings or end attachments for wire rope vary with
use. The standard fittings for field use are thimbles
and clips. Splicing is not practical in the field.

Thimbles. Thimbles are used in the loop formed
when the rope is attached to the eye of hooks or



FLAT-BEARING
SADDLE

THIMBLE

LIVE END

Figure 2-5. Thimbles and Clips

rings. Thimbles keep wire in the strand from shear-
ing and breaking when stress is applied.

Clips. When attaching clips, place all the U-bolts on
the short or dead end of the rope. This protects the
live or stress-bearing end of the rope from possible
crushing and abuse. The flat-bearing saddle or base
and extended prongs of the body are designed to
protect the rope and should always be placed against

the live end. If clips are incorrectly installed, they
will cause shearing, extensive wear, and breakage.

To determine the number of clips, torque, and
spacing, refer to Table 2-2 of TM 5-725.

Fiber Rope

Fiber rope is generally referred to as cordage and
consists of vegetable or synthetic fibers twisted
together. Vegetable ropes are usually made of sisal
or hemp fibers. Today most ropes are made of nylon
fibers. These ropes are preferred because their ten-
sile strength is nearly three times that of natural
fibers. Nylon ropes are waterproof, return to normal
size after being stretched, and resist abrasion, rot,
decay, and fungus growth.

The strength and useful life of rope will be shor-
tened considerably by lack of maintenance. It should
be stored in a cool, dry place. Avoid dragging the.
rope through sand, grit, or bending it across sharp
surfaces,

Inspect by untwisting strands slightly to open the
rope for examination. Mildewed ropes will have a



THE SAFE WORKING CAPACITY
OF A ROPE CAN BE OBTAINED BY
SQUARING THE DIAMETER OF
THE ROPE IN INCHES

musty odor, and inner fibers of the strand will have
a dark appearance. Unserviceable ropes should be
cut in small pieces to prevent their use for hoisting.

See Table 1-1, TM 5-7235, for a detailed listing of
the properties of manila and sisal rope. As a general
rule, the safe working capacity (SWC) of a rope can
be obtained by sqzuaring the diameter of the rope in
inches (SWC = d°). This formula gives SWC in tons,
allowing a safety factor of approximately four.

Example: SWC of a 1/2-inch rope is .5 X.5 = .25tons.

BLOCKS

Blocks consist of a shell or frame with one or more
grooved wheels called sheaves. Two basic construc-
tions (snatch and conventional) are used in the
military.

Snatch Block

A snatch block is used when it will not be a per-
manent part of a tackle system (ropes, blocks, and
pulleys used to raise and lower loads and/or apply
tension) and can be used as required based on the

2-10



situation. It is constructed so that the shell can be Conventional Block
opened to admit a cable without reeving. Winch
cables have attachment-like hooks or sockets on
their free ends and can be reeved through a block.

A conventional block is generally used where it
will remain as part of a rigging system. On recovery
equipment, it is used with fiber rope. To form a

4 ™
S
SHEAVE
PIN
SHEAVE
\ y,

Figure 2-7. Block Components
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BLOCK OPENS

CONVENTIONAL BLOCK

SNATCH BLOCK

BECKET

\, v,

Figure 2-8. Block Configurations

tackle with conventional blocks, lay out the blocks, e A fixed block is a block attached to a stationary

and thread or reeve the rope through the blocks. anchor. The sheave of a fixed block permits the
rope to change direction.

Blocks have the following applications: ® A running block is a block that is attached to

and moves the load.

2-12
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FLOATING BLOCK

LOAD
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Figure 2-9. Block Classification

2-13




A FLOATING BLOCK ALLOWS
PULL TO BE DISTRIBUTED
EQUALLY TO BOTH TOW HOOKS
OF A DISABLED VEHICLE

e A floating block is a block used with a tow cable
allowing the cable when pulled to align with the
power source. The pull can be distributed
equally to both tow hooks of the disabled
vehicle.

CHAINS

A chain is made of series of links fastened through

cach other. Each link is made of metal stock bent into

2-14
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Figure 2-10. Measuring Chain Diameter



an oval shape and welded together. The chain is a
major component of many recovery devices such as
winch cable assemblies and safety chain assemblies.

The strength of a chain is measured using the for-
mula, SWC = 8d2, where SWC = the safe working
capacity in tons; d = the diameter of the chain stock
in inches.

Example: SWC of a chain with a diameter of 1/2-inch
is8x.5x.5 = 2 tons.

Chains stretch and wear under excessive loading.
Bent links and damaged welds indicate that a chain
has been overloaded. Unlike cable, which fails a wire
at a time chain fails all at once giving no warning of
impending failure. Keep chains clean and lubricated.
Inspect before using for bent links, corrosion, or
worn spots. Remove worn or damaged chains from
service. Do not paint chains; this restricts chain
movement. Store in dry, well-ventilated places to
prevent rusting.

HOOKS

Hooks are used as attachments on chains, wire
rope, fiber rope, and blocks. The hook affords a
means of hauling or raising loads without connecting
directly to an object with rope or chain. Hooks may
straighten and drop the load when overloaded. If
they show cracks or excessive wear, discard them.
The inside of a hook is usually an arc of a circle. If it
has spread or straightened, discard it. The diameter
is measured at the point where the hook starts to take
the shape of an arc. Hooks should not be used to
apply force or lift loads by bearing directly against
the point of the hook. When hooks are used, the
opening of the hook faces up so if the hook spreads
open, the force will go down.

FIFTH WHEEL TOWING DEVICE
(FWTD)

The FWTD, when mounted on a fifth-wheel-type
tractor, will enable the tractor to function as a
lift/tow vehicle. The FWTD will not replace wreck-
ers, but will provide needed road towing capabilities.
The FWTD will be used primarily in all geographical

2-15



areas where medium/heavy administrative and tacti-
cal wheel vehicles operate.

ALLIED KINETIC ENERGY
RECOVERY ROPE

The AKERR is a multistrand, woven, nylon rope
used for like-vehicle recovery. The rope is connected

between the mired vehicle and the towing vehicle.
The towing vehicle accelerates, stretching the rope,
which creates potential energy. When the rope is
fully stretched, it transfers the energy to the mired
vehicle giving it a strong, sudden pull.

RESISTANCE

Resistance is defined as opposition to movement.
In recovery operations, resistance is caused most
often by terrain factors such as mud, sand, water, or
the recovery tackle itself. This section will focus on
vehicles disabled by terrain conditions.

There are two factors that can be applied to help
reduce resistance. This section shows what they are

and how to use them in recovery operations. Reduc-
tion factors discussed in this section do not apply to
wheel vehicles.

Once load resistance is determined, effort must be
applied to effect recovery. The third section discus-
ses fundamentals of mechanical advantage.

2-16



TYPES OF RESISTANCE

Five types of resistance may occur in recovering
vehicles disabled by terrain conditions. They are:

Grade Resistance

Grade resistance occurs when a vehicle moves up
a slope. Grade resistance (including nosed-in
vehicles) is estimated as equal to the weight of the
vehicle plus cargo.

4 N

RESISTANCE IS EQUAL TO VEHICLE
WEIGHT PLUS CARGO

Figure 2-11. Grade Resistance
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WHEEL DEPTH
MIRE

FENDER DEPTH
MIRE

TURRET OR CAB
DEPTH MIRE

\,
Figure 2-13. Mire Resistance
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than the rolling resistance of the same vehicle on
land. See Marine Recovery, Chapter 4, for more in-
formation.

Tackle Resistance

Tackle resistance is that part of total resistance
that is added to the recovery by friction in tackle.
Tackle resistance is estimated as an additional 10
percent (.10) of the load resistance for each sheave
used in rigging.

Example: In Figure 2-14, say the load is 40 tons, and
two sheaves are used.

LOAD = 80,000 Ib
TACKLE RESISTANCE = 16,000 Ib*
TOTAL RESISTANCE =96,000 Ib

*n x.10 x40 tons

2-21

RESISTANCE REDUCING FACTORS

Situation and mechanical resistance affect the
load resistance of mired vehicles. However, since
wheel vehicle resistances vary because of traction
loss, reduction factors will only be applied to track
vehicles.

Direction of Travel and Recovery

When a mired vehicle is recovered in the opposite
direction of its travel, the tracks pass through ruts
the vehicle made going into the mire. This reduces
estimated resistance approximately 10 percent and is
the preferred method of recovery.

Example: A tank weighing 106,000 pounds is mired
at wheel depth and can be recovered in the opposite
direction of travel. Estimate resistance as 106,000
pounds and subtract 10 percent for recovery in the
opposite direction of travel. The load resistance
equals 95,400 pounds



¢é¢

01) 1ua2iad g ssof ‘spunod goo‘ZIT st (912124 3y JO
J431oMm 971 901M]) 90URISISAI PIJRWIIST "SYOrI] S 0)
1omod Ajdde wed pue [2aer) jewidrio s)1 JO UONPAIP
ausodde a3 ul pa12a0s2s 2q ued J] "Yidop 19pu9y Je
paxntw st spunod 0p0‘90T SuiySiom yue) v :djdurexy

qio0z‘L2t IDONVLSISIH AvOT1A3LVINILST
008'v8-
q1 000'2 12
a1 0088 NOILDONA34 A31VWILISI
(¥OvHl OL H3IMOd HO4d %O0P)
ot x HOLDV4 NOILONATY
q1 000'Cie JONVLSISIH
c X (H1d3Q Y43AN34) HOLDOVL AIHINW
qal 000°901} 1HODIIM 3TOIH3A

'spunod 00z‘LZ1-s[enbo aouejsisal peoy oy, "Jusd
-13d o ssa] ‘spunod pOO‘ZIZ St (2101434 2Y) JO 1yTrom
973 921M]) 95UB)ISISAI pajewsyg ‘syoes} s 03 romod

Kjdde ues Jnq ‘jasen) peurdiio sy jo uorpAIp 31rsod
-do oy ur porsa0d21 9q Jouuwed 3 ‘yidop ropuay je
paxtu st spunod gop‘90T SurySrom yue) v :ajdwrexy

~ “)Sneyxa pue YeIUI I1E oY) YooY ‘ojdwe
-x9 104 ‘auidus s 9701y9a oY) yo uonerado oY) Jusasxd
01 y8nous doop 10u S1 21T 2Y) JBY) 2INS OYBW ‘UOT
-onpai yuadiad g ay) Bunyndwoos arojog -yuaoiad gp
Aporeunixordde £q 9ouelsIsor pajemInsa sIONPAI SIYL
"9[01Y9A 21} JO A[[9q 9Y3 IsureSe pnw Jo uonons aY)
jyealq o) sdjoy syoey) 2y] JO JWSWIAOUW IY) ‘OJIIY2A
panim & JO syoerl ay) o)1 parjdde s1 romod wogm

sHyoea] 0) paiddy t1omod

91 00¢‘s6 IONVISIS3H AVO1AILVWILS3I
q1 009°0 -
dl 000°90|
a1 009°01

oL x HO1OVd ONIONA3Y
ql 000‘901 AONVLSIS3Y a31viILsS3a



percent for opposite direction, plus 40 percent for
applying power to its tracks). The load resistance
equals 106,000 pounds.

VEHICLE WEIGHT 106,000 Ib

MIRED FACTOR x 2

RESISTANCE 212,000 Ib
*REDUCTION FACTOR x .50

ESTIMATED REDUCTION 106,000 Ib LOAD

212,000 Ib
-106,000 ib

ESTIMATED LOAD 106.000 ib

RESISTANCE

*40% POWER TO TRACK PLUS 10%
RECOVERING OPPOSITE
DIRECTION TO TRAVEL

NOTE 1: Reduction factors do not apply to
wheel vehicles due to lack of traction. However,
power applied to wheels may reduce resistance.

NOTE 2: Reduction factors are only a guide and
apply more to wheel depth versus either fender
or turret depth mire situations.

SOURCES OF EFFORT

Similar vehicles are the quickest and most avail-
able sources of recovery effort. On dry, level
hardstand in first gear and reverse, the average
vehicle exerts a force equal to its own weight. Ter-
rain conditions affect the towing capability of a
vehicle. These conditions may require two or more
vehicles to exert the same force that one vehicle
could under ideal conditions. When the situation
does not permit recovery by a similar vehicle, use a
winch, The most common situation occurs when the
approach to the disabled vehicle does not provide
good traction. A winch is a more positive source of
effort since its capacity does not depend on terrain
conditions.

A winch exerts its greatest force when it pulls by
the first layer or the layer next to the bare winch
drum. As each successive layer of cable is wound
onto the winch drum, the diameter increases and the
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TABLE 2-1
WINCH VARIABLE
CAPACITIES
Winch | Cable | Cable on Drum | Capacity
Type Layer (ft) (tons)
5 1 0-39 5.000
Ton 2 40-85 4.225
3 86-138 3.670
4 139-199 3.230
5 200-266 2.890
10 1 0-41 10.000
Ton 2 42-91 8.450
3 92-148 7.250
4 149-213 6.400
5 214-287 5.700
225 1 0-42 22.500
Ton 2 43-93 18.850
3 94-153 16.250
4 154-220 14.250
5 221-296 12.650
6 297 -380 11.400
30 1 0-55 30.000
Ton 2 56-128 26.000
3 129-208 23.000
4 209-300 20.000
45 1 0-41 45.000
Ton 2 42-91 38.000
3 92-149 32.500
4 150-200 28.500

NOTE: THE 70 TON IRV HAS A
CONSTANT CAPACITY OF 70 TONS
ANYWHERE ON CABLE.




evidence of this. Energy released by burning small
amounts of fuel in a modern engine provides the ef-
fort to move trucks weighing thousands of pounds.
The truck engine, with various mechanical devices,
can move the vehicle from a standstill through a wide
range of speeds.

Mechanical Advantage

Mechanical advantage is a small amount of force
applied over a long distance to move a heavy load a
short distance. Mechanical advantage is needed
whenever the load resistance is greater than the
capacity of the available effort.

To determine the amount of mechanical ad-
vantage (MA) necessary in a recovery operation,
divide the load resistance (LR) by the available ef-
fort (AE) and round any fraction to the next whole
number. Rounding is required because only whole
numbers can be rigged.

LR = 106,000 Ib (LOAD)
1.1777

AE = 90,000 b (WINCH)

Round the fraction off to the next whole number.

REQUIRED MECHANICAL ADVANTAGE = 2:1

Leverage Principle

The use of levers is the most basic means to overcome
resistance. A wrench handle, a can opener, and the
gears of a truck overcome resistance by applying the
principles of leverage. The simplest form of a lever
is a rigid bar free to turn on a fixed pivot called a
fulcrum. When effort is exerted on one end of the
bar, the bar rotates around the fulcrum. Mechanical
advantage is increased by extending the distance be-
tween the point where effort is applied and the
fulcrum.

Lever Classification

Levers are divided into two classes. The location of
the fulcrum with relation to effort and resistance
determines the class of lever.

o First-class lever: The fulcrum is located
between the effort and the resistance. A.
crowbar is a good example of a first-class lever.
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ANCHOR

LOAD

ANCHOR

\ : S
Figure 2-16. Compound Tackle
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tackle. The fall line force must be less than the
capacity of the effort to accomplish the recovery.
See Example in second section.

RETURN LINES

These are the winch lines between the blocks or
the winch line from the sheave of a block to the point
where the end of the line is attached. This force is al-
ways the same as the fall-line force.

DEAD LINES

These are lines used to attach blocks or other
equipment to the load or to an anchor. To determine
the dead line force, multiply the fall-line force by the
number of winch lines supported by the dead line.

FLEET ANGLE

The achievement of even winding of the winch
cable on the-drum is important for wire rope life and
winch operations. This is accomplished best by work-
ing with the proper fleet angle.

Hlustration 3-2 shows the wire rope running from
a fixed sheave, over a floating sheave, and then onto

3-3

the surface of a smooth drum. The fleet angle is
defined as the included angle between two lines; one
line is drawn through the middle of the fixed sheave
and the drum, and perpendicular to the axis of the
drum. A second line is drawn from the flange of the
drum to the base of the groove in the sheave. There
are left and right fleet angles, measured to the left
and right of the center line of the sheave.

Fleet angle should be restricted when wire rope
passes over a fixed sheave and onto a drum. For the
most efficient method and best service, the angle
should not exceed 1 1/2 degrees.

MECHANICAL ADVANTAGE
OF TACKLE

Mechanical advantage is needed whenever the
load resistance is greater than the available effort.
The amount of mechanical advantage needed is es-
timated by dividing the load resistance by the avail-
able effort. The mechanical advantage of any single
tackle rigging is equal to the number of winch lines
supporting the load or the number of winch lines that .
become shorter as power is applied to the winch.
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The lines can be attached directly or indirectly
through a block.

TACKLE RESISTANCE

Friction created by a sheave rotating in its pin, the
rope flexing around the sheave, or the rope scuffing
in the groove of the sheave causes a loss in energy as

7’
1:1 LOAD
(1 LINE SUPPORTS LOAD)
Mﬁﬂox.—.
2
2:1 “ LOAD
(2 LINES SUPPORT LOAD) 7
3:1 LOAD
(3 LINES SUPPORT LOAD)
\_

Figure 3-3. Mechanical Advantage of Tackle
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DETERMINING LINE FORCES

The following example shows how to compute
various line forces.

Example: A disabled vehicle had a load resistance of
14 tons (28,000 1b). The available effort (AE) is a
winch with a maximum capacity of 5 tons (10,000 Ib).
What mechanical advantage (MA) must be rigged to
recover this vehicle? What are the line forces?

o STEP 1- Determine Initial Estimate

LOAD RESISTANCE _ REQUIRED

AVAILABLE EFFORT ~ MECHANICAL
ADVANTAGE

28.000(LR) _,

10,000 (AE)

REQUIRED MECHANICAL ADVANTAGE (MA) = 3

o STEP 2- Verify Solution/Add Tackle Resistance

An MA of 3 requires 2 sheaves; therefore, 2 x (10
percent per sheave) or 20 percent must be added to
the load resistance.

28,000 + .20 x 28,000 = 33,600

00 (LR)
33,600 (LR) _ . .

10,000 (AE)

REQUIRED MA =4

This is not equal to the answer in step 1; there-
fore, you must reverify your answer.
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o STEP 3- Reverify Solution

A MA of 4 requires 3 sheaves. Therefore, 3 x (10
percent per sheave) or 30 percent must be added to
the load resistance.

28,000 + .30 x 28,000 = 36,400

36,400 (LR)

=3.64
10,000 (AE) 3.6

REQUIRED MA =4

This is equal to the answer in step 2; therefore,
you have reached a solution. Now determine all line

forces.

o STEP 4- Determine Line Forces

a. Total resistance to overcome = load + tackle
resistance. From the previous step, the total resis-
tance is equal to 36,400 1b and the MA needed is 4.

3-9

NOTE: There is one sheave in block A and two
in block B.

b. Fall line force:

TOTAL RESISTANCE (LR)

MA =FALL LINE FORCE

36,400

vy =9,100 lb

Double Check: The fall line force is less than the
winch capacity.

¢. Return line force:
Return line force =Fall line force
Lines No 1, 2, and 3 = 9,100 Ibs

d. Dead line Force:

Dead line force = number of supported winch

lines x line force
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lustration below shows the recovery vehicle in posi-
tion to perform the winching operation.

LEAD METHOD

The lead method is used when terrain conditions
do not permit close access to the disabled vehicle.
Use the boom winch cable to pay out the main-winch

rigging to the disabled vehicle. Since the hoist-winch
cable weighs less than the main-winch cable, it can
be carried to the disabled vehicle.

To rig for the lead method, assemble the main-
winch tackle just in front of the recovery vehicle as
in preparation for the backup method. Attach the
hoist-winch cable to the main-winch snatch block;

7

N

MOVE RECOVERY VEHICLE
TO WITHIN 20-25 FEET
OF DISABLED VEHICLE

i
A 020s0m0u0a I OACa©4(0),0) 4

BACK RECOVERY VEHICLE
AWAY TO OBTAIN MAXIMUM
WINCH CAPACITY

CRCRCRONP

Figure 3-5. Backup Method of Rigging
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of the tow pintle. If the pulling force is attached only 4
to one frame member, the truck frame could be
pulled out of alignment.

CAUTION:
The pull on the tow pintle shouid not exceed
what is specified in the operator's manual,
Even though the bumper lifting shackles are
designed to withstand force from a horizontal
or vertical pull, a sling attachment must be
used to apply the effort equally to both shack-
les. For vehicles not equipped with bumper
lifting shackles, effort should be applied to
the main structural members, not to the
bumper or bumper brackets.

On wheel vehicles, whether the pull is made from
the front or rear, apply the effort to both bumper lift-
ing shackles or the tow pintle. The force exerted on
each leg of the sling is slightly greater than half the

APEX

\,

resistance,
Figure 3-7. Sling Arrangement
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formed by the tow cable. Attach the winch cable to
the snatch block. Ensure cables and attachments can
withstand forces.

When a disabled vehicle requires a 2:1 mechanical
advantage rigging, and if towing over rough terrain
after winching is required, use two tow cables to
make the attachment. The attachment, illustrated
above, is the quickest to rig.

When towing a vehicle over relatively level terrain
or on highways, use the tow bar method of attach-
ment. Attach the tow bar to the tow lugs of the dis-
abled vehicle and attach the winch rigging to the
lunette of the tow bar. After winching, disassemble
the rigging and place the tow bar lunette in the
recovery vehicle’s tow pintle.

\\
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Figure 3-9. Tow Cable Attachment
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Figure 3-11. 3:1 Mechanical Advantage

ANCHORS

USE OF ANCHORS é

Frequently, wheel and track vehicles must have
some anchoring means when winching heavy loads
with tackle. An anchor can assist in holding a
recovery vehicle, improvising a change of direction
pull, or supporting part of the load during a winch-
ing operation. Most existing recovery vehicles have \.

ground chocks or spades. Figure 3-12. Anchor Symbol
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direction of the pull at an angle of about 15° from the
vertical. To strengthen the anchor, drive stakes in
front of the deadman at each end.
Dig a narrow inclined trench for the dead line at the
center of the deadman. Tie the dead line to the cen-
ter of the deadman so that the main or standing part
of the line leads from the bottom of the deadman.
This prevents the deadman from rotating out of the
trench. If the dead line has a tendency to cut into the
ground, place a small log under the line at the outlet

of the trench. The strength of the deadman depends
on the strength of the log and the holding power of
the earth. _

Picket Holdfasts

A picket holdfast is constructed by using two or
more sound wooden pickets at least 3 inches in
diameter and 5 feet long. Drive the pickets about 3
feet into the ground, 3to 6 feet apart, and in line with

4 J
0
PPN . |15
ST, (AT
N
S
7
. S

Figure 3-13. Log Deadman
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Figure 3-15. Sand Parachute

stake into the ground. Repeat this operation for each
successive pair of pickets.

The strength of the holdfast depends on the first
or front picket. To reinforce it, drive two or more
pickets into the ground close to the front picket. Tie
them together before tying to the rear picket.

Sand Parachute

A sand parachute is used as an anchor in a sandy
area with no trees. Dig a large deep hole and line it
with a tarpaulin. Fill the tarpaulin with the sand
removed from the hole, lash the four corners
together, and attach the rigging. The sand parachute
has limited holding ability and should not be used
when a major effort is required.

Scotch Anchor

A Scotch anchor is used to anchor a truck during
winching operations when natural anchors are not
available. Select a log at least 6 inches in diameter
and 2 feet wider than the vehicle. Dig a shallow
trench about 3 or 4 inches deep parallel to the front
axle, just ahead of the front wheels. Then, lay a tow
chain across the center of the trench, place the login
the trench, and move the vehicle forward until both
front tires are against the log. Finally, attach both
chain ends to the bumper lifting shackles, and
remove all'slack from the chain.

As pressure is applied to the winch, the front
wheels are pulled onto the log, making the chain taut
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CHAPTER 4
RECOVERY OPERATIONS

Recovery is a big job. Prior to any recovery, calculate resistance, inspect your tackle,
and keep a rigging reference handy. A haphazard approach to recovery can lead to death,
dismemberment, and damaged equipment, THINK SAFETY,

SAFETY PRECAUTIONS

INTRODUCTION

A successful recovery operation is accomplished
quickly and safely. Be careful when erecting and
using equipment. This prevents damage to the
vehicles and equipment and injury to personnel.

ACCELERATION IMPACT

Do not apply loads suddenly (shockload). This
puts excessive strain on the equipment and it may
fail. Failure occurs when a weight is allowed to fall
for a distance and is suddenly stopped. A similar
strong force happens when power is engaged sudden-

ly.



"$§ uoIelIRg 9] S YOns ‘Ju9walo [ed1SI30f S JIun 2y
01 puBWIWOD JO uteyd oyl y8noiy) poejrodar aq pnoys
uofjesd 2uo 1940 S[[1d§ "UONBUNIEIUOD [BIUIWUOIIAUD
p1OAR 0] 3pRW 9 P[NOYS $110JJ9 [eorpoerd [y “Juaw
-uoIaue 9[ideyy ino 399j01d pue sar13suod 03 dpoy
ued sdoys ajduns ‘po1yuod poualydiey jo spoured w
uoag “juepuoadap uorssiw 2q [[Im uor}daloid [ejusur
-UOJIAUD JO [8A9] 9Y] ‘SUONBIIPISUOD YV g Auew
M SY JUSWUOHAUS 9Y) 0) o8ewep jeasd osned
ued suonerado Yy gg Suuninp punoid ay) uo pajpds
A[uowwod Spin[j [EJTUBYIIW IIYI0 pue [I0 ‘janyg

Juomdinbo Suipunoid £1essadsu oY) 9ARY pnoys
121183 TO4 2YL J9n] oY1 Suniudr woiy A)oinogje
one3s dasy o1 9yo1y2a 2yl punoid Ljy3noioy)
‘1o111BD [Ony pojqesip e Sunji 10 SUIyourM-TOHM
‘auwidud s 9[o1yaa 1940201 oY) 1rels o3 Sundwoyne
210)3q Apy3noaoy) 1o 10 [auy payjids da wea) ‘yo 10
[ony paypds yarm 921494 9y 1B PIIDITP JOU ST SIOIYA
I9Y)0 wOij ysejj Isneyxsd ayj ains ey "SANVIA

NAJO ON Pu® HNIYOWS ON 39 Isnw 213y}
‘a[o1yaa pajqestp 2y} woiy pajjids sey [10 10 [any jI

IOVTIIdS 110 4O 13nd

A 4

"3]%1y2a pojqesip v Suimo] 10j papuaw
-WO0531 A[UO 918 $I|GRI PISSOI]) "2DURISISAI O[YO¥) jO
Junouwre PaseaIdul ue 10 Iqed 2y} o) s3ewep Juisned
12y10 yoeo jsutede qni ued soulp Surdfixr possorn
‘panunjuos st vonerado Fuiyoum 9y) 210j2q I9YJ0
yoes Fuissord jou are sou] Sutddir o) 2uns aye

S$379VvD d3IsSSOHD

‘ung
popeoj # pnom nok 3p5dsal 9WeS oY) Y4 UOISUI]}
Iopun adox a11m 21821 ] "puUnoOm £SSoW € SOYRW I[qED
Youim 2y} pue 2joy ued|o Ajiiey e sayew 13[jnq Iyl
1dooxa oqnq opJur e yiim poredwos aq pnos yoeq
Buiddeus ajqes youm uoyoi1q vy ‘1oqqni uey) Sunds
Ia19q e sey spunod g 01 oS SurySrom ajqed youim
[293s ® ‘1oej uf "A319u3 JO 10] B dn S210)S pue pueq 12q
-qni e 91 S2Y2151S PRO[ I9PUN SUI] YIUIM V "OM] Ul
uosiad e o [im (yse[yoeq 10) [I0931 I ‘yeai1q e £q
Ajuoppns pasesjas uay) pue jney umerp st ador anm
uayAy "uoisus} 1opun 9dor 311m JO 183[O puels 0] 110
-39 £10A9 9B "SIUOPIOJR PIOAR O} DIBD BIIXD YR L

HSVYIXOvE



GROUND GUIDES CAUTION:

For safe control of a recovery operation, there A winch line makes a deadly slingshot. If the
should be two ground guides to prevent confusion. dead line of a snatch block breaks, a 200-
One ground guide in the front, and one in the rear, pound snatch block can travel as far as 300
one ground gives the signals. The ground guides yards in the air. All personnel observing
should stand apart from other personnel at the should stand at least one cable length away
recovery site and be in a position where operators from and opposite the angle of pull when the
can easily observe the signals. The operators must cable is under stress.

know the meaning of the signals to be used and act
only on those signals (See Appendix C).

"

UNSAFE AREAS

\.

Figure 4-1. Unsafe Areas During an Angle Pull
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CAUTION:
Take care to avoid injury to crew members
and equipment caused by heat generated
from combat vehicle exhaust systems. See TB
43-0001-39-1 for guidance on construction of
an exhaust grate heat deflector.

INSPECT RIGGING

Inspect equipment thoroughly before the recovery
operation starts. Direct the recovery vehicle
operator to apply power to the winch to remove the
slack from the rigging; then stop the operation so
that the rigging can be inspected without endanger-
ing personnel.

OPERATOR/DRIVER SAFETY

Operators and other personnel,.in both the
recovery and disabled vehicles, should keep their
hatches closed during a recovery operation and use
their periscopes to view hand signals.

4-5

POSITIONING GUN TUBES

During tank recovery, position the main gun tube
so that it will not be damaged. If the gun tube of a
disabled tank is involved in a collision (this might
occur on a nosed or overturned tank), support main-
tenance personnel should always check the gun
before firing,

RIGGING BETWEEN VEHICLES

While rigging is being erected between vehicles,
turn off the engines and apply the brakes. This
prevents possible injury to the recovery personnel or
damage to the vehiclés. When riggings are erected
using a recovery vehicle that must have its engine
running to operate the equipment, position the spade
or chocks (wheel vehicle) and apply the brakes to
prevent movement. The driver will remain in posi-
tion.
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RECOVERY PROCEDURES

In any recovery operation, use the following eight-
step method.

e STEP 1. RECONNOITER AREA

Check the terrain for an approach to the load;
then determine the method of rigging and the
availability of natural anchors. As with a tactical mis-
sion, a recovery crew must know the problem before
making decisions.

Make a complete ground survey of the area; then
select the best route of approach to the disabled
vehicle to prevent possible disablement of the
recovery vehicle.

When selecting the evacuation route, ensure the
military route classification number will support the
combination vehicle classification (recovery plus
towed vehicles). Refer to FM 5-36 for further infor-
mation.

e STEP 2. ESTIMATE THE SITUATION

Estimate the resistance created by the load and
determine the capacity of the available effort. For
most recovery operations involving winching, the
available effort would be the maximum capacity of
the winch. In some recovery operations, the maxi-
mum distance between the winch and the disabled
vehicle could be restricted, making the available ef-
fort as little as half the winch capacity.

e STEP 3. CALCULATE RATIO

Compute an estimated mechanical advantage for
the rigging by dividing the resistance of the load
(step 2) by the available effort (the capacity of the
winch),

o STEP 4. OBTAIN RESISTANCE

Compute the tackle resistance and total resis-
tance. Determine the resistance of the tackle. The



3O s[re1ap 2y urepdxyg "wWoy) 9yRUW O) SISQUWIW MIID
9Y1 10211p ‘OpewW 2q ISNW SUOND21I0D Aue JI "AjquIas
-SB 1091100 IO} J0odsur 0} pue saulj 9Y) WOy YOr[S
2y Jo Jsou dA0waI 0) 10)e1ado 3y} 30911 ‘wonyesado
ojes pue 1odoxd 107 po83i1 st apyoR] 1BY] 21nS YR

ONIOOId MOTHOAY "L dALS @

jsuonnesaid
K195es [ 2a195qQ *12710 yoea Juidjoy £q pue paosIe
3q 01 appoe1 211 jo a8pamouy yInoioy) e Juiaey
£q 9wy} 2ABS URD SIOQWAW MIID Y I, "AI[no1jJip Suiaey
a1e oym 2SOY) 1SISSe pPInOYs SYSB) I119Y) PIYSIUL] SRy
oYM SISQUW MaI) "sYse) oyads uBisse pue ‘opjoe)
2Y) 19212 0] way] 10oa1p ‘ueid oY) JO SIOQUIdW MIID
oY1 9SIApPV "UOIED0[ 2JeS B 0] JAOW USY) pue ‘a[yse)]
9Y] S[QWASSE 0] WOY) JOMIISU ‘MIId 2Y) JUSLIQ

INIDOIY LOTYF "9 das e

‘SauY] pesp
se asn 03 Juawdinba 1091100 9y 9s00yd pue ‘A)jdeded
juowdinbe jo yi8usis peiinbor oyl surwialap
‘9010) ouij pesp 2yl syndwo) ‘Juowdmbe Furddu
1921221 0] 3uiaey 10 Juowdinba Fuiaowr 350[ $1 W)

ou ‘nsai e sy “urod s1g) 0] dn pa1Indo0 Sey JIom
1eo1s&yd ou jey) 210N "paseardur g jsnuw s3ejueape
[ed1uByda W 3Y) ‘1I0JJ9 OY) URY) I9IRAIT ST 9210] 2UI[
e pamduwod o) jt ‘uonnjos ay) Suijrion usgm

“wrarqoid oy) Juiajos
03 dajs £ ay3 st aanpas0ad £1940091 o1 Jo dajs s1y)
‘91032197 ‘130339 Jo L1oeded oay) uey) $$3| 9q jsnuw
9010j 2uI] [[e] YL "9Ui[ [[B] 94} JO 9010] 9Y] SI Jns3I
oy L (¢ dois) a8ejueape jesiueydow oY) £4q (¢ dais)
90UB)SISaI [10] 9Y) opial( ‘sardedes auly pesp pue
youm 9yq) yiim axedwod o3 se010) 2urf 2Indwo)

NOILLOTOS AJIYIA 'S dALS @

a8ejueApe [EOTURYOIW
ppe pue ¢ dais 03 08 ‘ssa[ st )1 J ¢ dois o3 peedoid
‘20uR)SISAI [B}0) WEY) 2JOW SI I[QR[IBAR 110J)d JI
‘(¢ dois w1 pandwoo se) aFejueape [eorueyoow 9yl £q
pandnnw £11oeded youim sI I[qe[ieAr 110J)9 [RI0],

*20UBISISAI [210] 9Y] s[enba 2oue)sISal peoj oy} 0}
PApPPe 21981 9Y) JO 20UL)ISISAI PauIIalap oy ] "Suid
-311 2y w1 soAeoys Jo raquinu 91} Aq pandnnuw si g
da1s u1 pautwia)ap se 9oue)sisar peoj 9Y) Jo Juddrad

i Foy



the operations to the operators of the recovery
vehicle and the other vehicles involved. Direct
operators to be prepared to watch for and act on sig-
nals. Then move to a safe location where signals can
be observed by all vehicle operators.

e STEP 8. YOU ARE READY

Signal the operators to apply winch power and
recover the load. Be alert and make sure that noth-
ing obstructs the operations of the equipment, and
that all personnel on the ground remain at a safe
location.

NOTE: This eight-step procedure should be fol-
lowed during all recovery operations. To assist
in memorizing these steps and their sequence,
they are arranged so that the first letter of each
step will spell out the word "Recovery." This
plan is of value to recovery crews, for applica-
tion and supervision, and also to commanders
for determining the efficiency of their recovery
crews and their need for training.

4-9

mmOOZZO_._.mm AREA
mm._.:<_>._.m SITUATION
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Ow._.>_2 RESISTANCE
<mw=u< SOLUTION
mImO._. RIGGING
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<OC ARE READY

\

Figure 4-4. Eight-Step Recovery Procedure
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NOTE: This section summarizes winch, lift, and
tow procedures. For more in-depth information,
refer to the technical manuals which relate to
the operation of the equipment and its specific
capabilities.

WINCHING

Factors that must be considered, during the
recovery of a mired truck using a wrecker truck, are
the resistance of the load, the approach to the load,
and the distance between the wrecker and mired
vehicle.

Mired trucks may have a resistance greater than
the winch capacity of the wrecker. Also, the wrecker

may not be able to align itself with the truck due to
terrain. If so, use a 2:1 mechanical advantage and
change of direction block.

The direct pull is the simplest winching operation
and can be used when the resistance is less than the
winch capacity

WHEEL TOWING

Recovered vehicles must often be towed to a
repair shop. The method of towing depends on the
terrain and the mechanical condition of the disabled
vehicle. A wrecker truck is capable of towing
vehicles in the following ways:

~

©

Figure 4-6. Direct Pull Winching Operation
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CAUTION:

Safety chains must be used in addition to the
tow bar. Properly used, safety chains will
retain a towed vehicle should the tow bar fail
or become disconnected. Cross the chains
under and around the tow bar. Fasten to the
shackles of the towing vehicle around a struc-
tural member or the underside of the vehicle
to be towed. Leave sufficient slack for turns,
but not enough to come in contact with road
surface.

Cross-Country Tow

Over rough terrain, a cross-country tow controls
the towed vehicle better. To rig for the cross-country
tow, attach a chain-lifting sling or the hoisting bar be-
tween the truck’s front lifting shackles. Attach a tow
chain from the wrecker tow pintle to the disabled
truck’s lifting shackles. Place the hoist block hook in
the lifting sling approximately 12 to 18 inches off the
ground.

Extend the boom aslittle as possible to remove the
slack from the tow chain to keep the towed vehicle
from ramming into the rear of the wrecker truck.
Support the boom with the shipper braces to prevent
impact loads on the crane mechanism.

WARNING:

Extreme caution should be exercised to
avoid damage to the towed vehicle. If at all
pessible, use the lift towing procedure
bufore using cross-country tow or highway-
tow procedures.

Lift Tow

If the front end of the vehicle is damaged, use lift-
tow procedure even though the disabled vehicle is
being towed on the highway. Attach axle clamps to
the front axle of the disabled vehicle and attach the
tow bar to the axle clamps. Be careful not to damage
brake lines. Procedures are the same as cross-
country towing except that a tow bar is used in place
of the chain.

4-13
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NOTE 1: A key towing principle is to keep as
much weight as possible on the front wheels of
the towing vehicle. Do this by keeping the
towed vehicle as close as possible to the towing
vehicle without causing damage to either
vehicle. Raising the boom slightly (one or three
holes), not extending the boom or only extend-
ing it as little as possible, and keeping the tow

bar as short as possible, will all help keep
weight on the front axle of the towing vehicle.

NOTE 2: Use extreme care when towing dis-
abled vehicles. Check the disabled vehicle’s
technical manual for vehicle preparation,
precautions that must be taken, and vehicle
speed.

RECOVERY METHODS USING TRACK RECOVERY VEHICLES

SNOOROAOROaO

Figure 4-9. 2:1 Mechanical Advantage
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distance for the mired vehicle to get on solid ground.
Testing has shown that the flat smooth hull of the
Abrams-series tanks provide less resistance than is
expected. This should allow most of the mired tanks
to be recovered using a single line pull from the
MS88AL.

Recovery with two recovery vehicles is used only
when the load resistance of a mired track vehicle is
so great that the calculated fall line force is more
than the winch capacity of one recovery vehicle with
a 3:1 mechanical advantage.

To take full advantage of their winch capacities,
the recovery vehicles are positioned side by side.
The same length of winch cable can then be used. Rig
each recovery vehicle for 2:1 mechanical advantage.
Attach the snatch block of each rigging to a tow lug
on the mired vehicle. To synchronize winch speeds,
both recovery vehicle operators should use the hand
throttle to set engine speed at the desired RPM and
compensate with the winch control lever to maintain
taut cables.

TRACK TOWING

Although towing can be done with similar
vehicles, it is often necessary for the recovery vehicle
to tow a disabled vehicle to some point where repairs
can be made or evacuation effected. The method of
tow depends primarily on the type of terrain.

CAUTION:
Take care to prevent further damage to the
vehicle when towing. Do not engage the
towed vehicle’s transmission during towing
operations. Check the disabled vehicle’s -10
manual or vehicle preparation, any further
precautions, and the towing speed.

4-17

Highway Tow

Attach the recovery vehicle’s tow bar to the tow
lugs of the disabled vehicle. Place the lunette of the
tow bar in the recovery vehicle’s tow pintle. This
could be done using a small block and tackle attach-
ing one part to the tow bar and the other to a place
on the recovery vehicle higher than the tow pintle.
This should allow a single soldier to raise the tow bar
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to the pintle without getting between the two
vehicles. Secure the pintle in the closed position. A
driver is not required in the towed vehicle.

If the recovery vehicle is lighter than the disabled
vehicle, a holdback vehicle or a driver to operate the
brakes in the towed vehicle is required so that the
towed vehicle will not overrun the recovery vehicle.

’
HIGHWAY TOW

= &

\\

[

Figure 4-12. Tracked Towing

4-19




oc-v

Buimo| paxoei] (panunuo)) gi-v ainbig

2 )
MOl LVEaNO0D




qumm-Oo.::.E Tow

Only in extreme cases, or as a backup, will crossed
tow cables be used as a method of towing. Use
crossed tow cables between the recovery vehicle and
the disabled vehicle as when towing similar vehicles.
A holdback vehicle or a driver to operate the brakes
in the towed vehicle is required so that the towed
vehicle will not overrun the recovery vehicle.

Combat Tow

Use combat tow to make a towing connection
under small-arms fire to provide the least possible
exposure of personnel. Attach the lifting V-chain to
the recovery vehicle’s tow pintle before moving it to
the disabled vehicle. Move the recovery vehicle into
the danger area. Back it up until contact is made with
the front of the disabled vehicle. If possible, a crew
member in the disabled vehicle can connect the V-
chain legs to the front tow hooks of the disabled
vehicle. The recovery vehicle then moves out, towing
the disabled vehicle. Do not use combat tow for dis-
tances greater than one-quarter mile. Conditions
permitting, change the towing procedure after that
distance.

4-21

TOW BAR HANDLING

Before attempting to tow a disabled vehicle, make
sure you are familiar with the location, features, and
operation of all components of the tow bar. Some tow
bars have operator’s instruction decals mounted on
them. Ensure the proper tow bar is used based on the
equipment being towed. Tow bars can be used to tow
any vehicle up to the gross weight of the tow bar’s
towing capacity.

Before attaching tow bar to a disabled vehicle,
chock wheels and/or set emergency brake. After at-
taching tow bar to a disabled vehicle, remove chocks
and release emergency brake before moving.

Refer to disabled vehicle’s technical manual for
proper towing procedures (for example automatic
versus standard transmission, and so forth).Ensure
the proper pin assemblies are in the clevis holes and
always be sure the quick release pins are properly
secured. They snap automatically.
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I_ Verticle Rise (v) = 6ft

Horizontal Run (h)=25 x 2=50ft ™~
%Grade=v/h x 100 + 1=25%
%Grade=6/50 x 100 + 1=25%

»

Figure 4-14. Eyesight and Pace Method

the wood up, until the bubble in the level is between
the witness midrks. Measure the distance between the
road and the bottom of the wood. If it is 3 inches, you
are on a 30-percent slope; 2.5 inches, and you are on
a 25-percent slope, and so on,

One other way of determining grade is the eyesight
and pace method. You need to know your height and

the length of your stride. If a soldier is 6 feet tall and
his step is 2 feet long, he stands at the bottom of the
hill and picks a spot on the hill that is the same height
as his head. He then walks to that spot counting his
steps. Once he reaches the spot, he multiples his
steps by his stride (2 feet) and then divides his height
(6 feet) by that number multipled by 100 and adds 1.
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In summary, ensure you conduct a good route
reconnaissance on your way to the disabled vehicle’s
site. Avoid all hills or roads with a grade of 25 per-
cent or greater when at all possible while towing a
load. If not, notify your commander, and take proper
precautions.

RECOVERY WITH THE FIFTH WHEEL
TOWING DEVICE

The FWTD converts a fifth wheel tractor into a
vehicle for lift-towing. The tractor requires no
modification to accept the device. It can lift-tow dis-
abled vehicles from the front or rear.

CAUTION:
Never exceed gross vehicle weight or gross
axle weight rating of the tractor the FWTD is
mounted on. The tractor on which the device
is installed should be the largest available for
use and have a long wheel base. Handling
characteristics of the towing vehicle will be

adversely affected when less than 50 percent
of front axle weight remains on front wheels.
As in all lift- tow operations, CAUTION must be
exercised.

Towing From Rear End of Disabled Vehicle

Lower the bar to its lowest position. Back the trac-
tor to within a foot or two of the rear end of disabled
vehicle. Raise the tow bar so it is about the same
height as the lower edge of the disabled vehicle’s
frame. Back the tractor until it almost contacts the
end of the frame on the disabled vehicle. Fasten one
end of a lift chain to a strong frame member on one
side of the disabled vehicle. Keeping slack out of the
lift chain, fasten it to the grab hook of the tow bar.
Fasten the other lift chain the same way.

Release the brakes on the disabled vehicle. Raise
the tow bar fully. The rear wheels of the disabled
vehicle should be 4 inches above the road surface. In-
stall boom support pins to prevent downward travel
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Towing From Front End of Disabled Vehicle

Front end connecting procedures are similar to rear
end towing procedures. However, lift chains are
wrapped around the front axles not the frame rails.
When wrapping chains around axles, be careful not
to damage brake or air lines. Also, towing vehicles
with low front bumpers may require extending the
boom to lower the tow bar sufficiently.

CAUTION:

SAFETY CHAINS MUST BE USED IN ADDITION
TOLIFT CHAINS. Properly used, safety chains
will retain a towed vehicle should the lift
chains fail or come undone. Cross the chains
under the tow bar and fasten their ends
around a structural member on the underside
of the vehicle being towed. Leave sufficient
slack for turns but not enough to contact road
surface.

RECOVERY WITH ALLIED KINETIC
ENERGY RECOVERY ROPE

The AKERR kit consists of a multistrand, woven
nylon rope, two large shackles, four small shackles,
and a canvas bag. It is used to effect like-vehicle
recovery. The concept of operation behind the
AKERR is the stretch of the rope and its subsequent
attempt to return to its normal length providing a
sudden snatch effect. This effect provides addition-
al recovery force. Maximum effectiveness is achieved
when the recovering vehicle is of the same or greater
weight class than the mired vehicle.

WARNING:

Use only shackles issued with AKERR Kkit.
Other shackles may look the same but
could fail during AKERR operations. Per-
sonnel could be injured or killed or equip-
ment damaged if the wrong shackles are
used.
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THE CONCEPT OF OPERATION
BEHIND THE AKERR IS THE
STRETCHING ACTION OF ROPE
AND THE SUBSEQUENT ATTEMPT
TO RETURN TO ITS NORMAL
LENGTH

Figure 4-16. Recovery with AKERR
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a level winding device which offsets the difference.
(All vehicles with winches do not have this device.)

To perform the recovery, position the wrecker
truck on the road so that the front end of the nosed
truck, when pulled back up on the road, will be in line
with the rear of the wrecker truck. Make a change of
direction pull, using the wrecker’s rear winch to pull
the truck onto the road. Then, lift the front of the
truck with the wrecker’s outriggers in place and turn
the crane to place the truck directly behind the
wrecker truck to prepare for towing.

OVERTURNED TRUCK

To upright an overturned truck using the wrecker,
a sling method of attachment must be used because
a pulling force applied to only one point of the frame
may result-in a bent frame. A sling attachment is
made of two utility chains.

The sling ends are attached to the front and rear
lifting shackles on the high side of the overturned

4-31

truck. Then the winch cable is attached to the center
of the sling.

A holding effort will be required to prevent the
overturned vehicle from crashing onto its wheels.
The holding force could be another vehicle, the
wrecker boom, or a rope block and tackle with man-
power. The attachment for the holding force is a
holding sling attached to the same points on the over-
turned truck as the pulling sling. The holding sling is
then attached to the holding force with cable, rope,
or chain, making sure the holding force is attached
to the center of the sling. If a holding vehicle is not
available, use the wrecker boom to hold the load.

Apply power gradually to the winch until the over-
turned truck is past the vertical position. Then, lower
the truck on its wheels with the hoist winch. When
this method is used, maximum use of the boom jacks
and outriggers should be made where necessary. Be-
cause of the danger of igniting spilled fuel and oil,
smoking or open flames are not allowed near the
overturned vehicle.
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OVERTURNED TRACK VEHICLE

To upright an overturned track vehicle with a
recovery vehicle, position the recovery vehicle so
that it is facing the bottom of the overturned vehicle.
It should be at a distance equal to the width of the
overturned vehicle, plus 2 feet for safety.

For the holding source of power, rig the boom with
its maximum mechanical advantage rigging, and at-
tach its hoist block to two tow cables to form a sling,.
Pass the opposite ends of the sling under the track.
Attach them to the front and rear tow hooks on the
high side of the overturned vehicle.

For the uprighting source of power, use a utility
chain to attach the main winch cable to the center
road-wheel arm support housing on the high side.
Apply power to the main winch until the vehicle pulls
past its point of balance and is supported by the hoist

rigging.

Then, by lowering the hoist winch rigging slowly,
lower the overturned vehicle onto its suspension sys-
tem.

FORKLIFTS

Forklifts cannot be towed and must be transported
by trailer, because of the bouncing and swaying of the
vehicle. They will overturn or get stuck in mud. Use
the overturned vehicle recovery procedure to
upright the forklift and use the mired-vehicle proce-
dure to recover a forklift that is stuck in mud.

ARMORED <mI_O_,..m LAUNCHER
BRIDGE

When recovering the AVLB, the bridge has to be
removed by another AVLB through hydraulic slave
procedure. The bridge cannot be removed by the
M88 hydraulic system because they are not the same.
Once the bridge is removed, refer to the operator’s
manual for the towing and hookup procedures.

COMBAT ENGINEER VEHICLE

Make sure road wheels are blocked before discon-
necting final drives. When a tow bar or cables are
used, a second vehicle is required when descending
a grade of 20 degrees or more. A second vehicle is
also required when the road conditions dictate. CEV
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M9 ACE ARMORED COMBAT
EARTHMOVER

When towing the M9 ACE, it must be towed from
the rear. The final drives must be disconnected, to
prevent damage to steering unit. When turning, turn
in a wide arc to prevent undue strain on the suspen-
sion of the disabled vehicle and tow bar. Make sure
the disabled vehicle is in the SPRUNG position.

NOSED TRACK VEHICLE

Various factors must be considered before
recovering a track vehicle nosed in a deep trench or
ravine. If the terrain behind the nosed vehicle is
level, recover by towing. If the terrain is not suitable
for towing, perform a winching operation.

If the recovery vehicle cannot be safely positioned
behind the nosed vehicle, move the recovery vehicle

\

\

Figure 4-19. Winching a Nosed Tracked Vehicle with a Recovery Vehicle
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to the winch. Recover the nosed vehicle with a com-
bination of winching and hoisting. Control the weight
and movement of the disabled vehicle during the en-
tire recovery operation by coordinating the hoist
winch and the main winch,

WARNING:
Because of the spilled oil, fuel, ammunition,
and battery acid normally present, do not
permit smoking or open flames near over-
turned or nosed vehicles.

SELF- AND LIKE-VEHICLE RECOVERY

SOURCES OF EFFORT

The amount and type of equipment used as the
source of effort during any recovery operation
depends on the level of recovery. Drivers and crews
should try to carry out the recovery before calling on
support from a higher level. During combat, it may
be imperative that cargo reach its destination at a
definite time, that the personnel or cargo be picked
up at a given time, or that a combat vehicle be at a
given place at a specific time.

The use of similar vehicles is usually the quickest
method of recovery because they are readily avail-
able. Call for recovery support only when self- or
like-vehicle recovery techniques cannot be used. A
mired vehicle with no winch may be able to free itself
by using recovery expedient measures discussed pre-
viously.

Combat vehicles which need fuel, ammunition, or
repairs not related to mobility (for example, a fire
control malfunction) can tow disabled vehicles to the
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impact load on the towing device and lifting shack-
les. A chain, unlike a cable, will not stretch and can
be broken easily by impact loading. If one towing
vehicle cannot attain sufficient towing effort to over-
come the resistance, use another towing vehicle in
tandem with the first,

PROPER HOOKUP WITH
A SIMILAR WHEEL VEHICLE

To recover a mired cargo truck, use a truck of
equal or greater capacity to perform the winching
operation. A mired 2 1/2-ton cargo truck may be
winched with either a 2 1/2-ton or 5-ton vehicle. All

winch-equipped trucks are authorized a single
sheave snatch block and one tow chain for rigging.

First, determine if the resistance of the mired
truck is greater than the winch capacity. If so, a
mechanical advantage is required. If it does not ex-
ceed the winch capability, position the winching
vehicle in line with the mired vehicle so the correct
fleet angle is obtained.

Free-spool the winch cable from the drum and at-
tach the free end of the cable to one of the front lift-
ing shackles of the mired vehicle and attach the

7

\
17 T
- 3, LT XS N _
L N~ SN y

Figure 4-22. Winching with a Similar Vehicle
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When a vehicle with a main gun cannon tube is
recovered or towed, rotate or elevate the gun tube.
This prevents serious damage if the rigging fails, or
the towed vehicle rams the towing vehicle.

When using two tow cables between two vehicles,
make sure the cables are crossed. If a greater work-
ing distance between the pulling vehicle and the
mired vehicle is required, join the tow cables
together with tow hooks.
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Figure 4-24. Recovery of a Mired Tank Using One Similar Vehicle
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Position the lifting vehicle to face the nosed
vehicle. Connect cables of the pulling vehicles in the
same way as for recovering a mired vehicle. Apply
power to all assisting vehicles at the same time. The
front of the nosed vehicle will rise and move toward
the rear. Slowly move the lifting vehicle forward.
Support the vehicle until it is recovered. If any oil or
fuel has spilled in the nosed vehicle, do not run the
engine until the spill is cleaned up.

RECOVERING AN OVERTURNED
TRACK VEHICLE WITH SIMILAR
VEHICLES

An overturned track vehicle can be uprighted by
using three similar vehicles. Use one vehicle to pull
the overturned vehicle upright. Use the other two-
vehicles to hold and retard the fall of the overturned
vehicle so that it does not crash down on its suspen-
sion system,

‘.‘

\,

~

Figure 4-26. Recovery of an Overturned Tracked Vehicle with Similar Vehicles
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pensated for by proper attachment of the towing
cables.

A driver must be in the towed vehicle to operate
the brakes. Alternate the driver in the towing vehicle
and the disabled vehicle often because of exhaust
gases. Check the technical manual pertaining to the
towed vehicle to determine the necessary prepara-
tions and precautions to be used to prevent further

damage. Never exceed the towing speed outlined in
the technical manual.

If the disabled vehicle has defective brakes or its
universal joints are disconnected, use another
similar vehicle for holding. Use crossed cables be-
tween the holding and disabled vehicles when avail-
able. With vehicles that are issued only one tow
cable, the vehicles will be connected with crossed

HOLDING VEHICLE

oo™ =TT —

~\
TOWING VEHICLE

E..,
Od 8=

| NS

DISABLED VEHICLE

Figure 4-27. Towing a Disabled Tracked Vehicle
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HOLDING VEHICLE

.

DISABLED VEHICLE

TOWING VEHICLE

Figure 4-28. Towing with Vehicles Issued One Tow Cable

MARINE RECOVERY

INTRODUCTION

Many vehicles can now swim or ford. Some of
these vehicles will fail while waterborne and will
need recovery. Situations may be as simple as stalled,
floating vehicles or as complex as submerged
vehicles. The same methods of recovery apply to
these situations, with a few more considerations.

In the case of floating vehicles, swiftly moving cur-
rent can carry the vehicle and crew downstream.
Water safety must be stressed to both vehicle and
recovery crews engaged in these operations. Current
and bottom conditions interact effectively to bury a
vehicle, thereby increasing resistance to be over-
come. When operating on beaches or rivers with soft
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before entering the water. The tow cables are at- SUBMERGED VEHICLES

So_.ﬂ_nﬂwz% Qvo_wmana Mm mw_ Ea :o:“m_ Homz Eo%ﬂacnom If a vehicle is flooded and submerged, determine

w::_x” © Mm ed ve _M oa_m Swd to m ozw. w_ﬁﬁﬂi the resistance on the river bottom in the same way as
ooks are then reattached to the tow lugs to pull the on land. Consider the weight of the vehicle, the

vehicle to land.

{ )

o SR ,
e with Tow Hooks and Cables Attached to Tow Lugs
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ticable efforts should be made to avoid environmen-
tal contamination. Contamination over one gallon
should be reported through the chain of command.

Should a vehicle become submerged, out of sight,
it is recommended qualified scuba personnel be
called to assist in locating and rigging the vehicle for
recovery.

Resistance in Water

Resistance during water or land operation is
determined in much the same manner. When the
vehicle is fully submerged, the weight of the vehicle
full of water must be considered. Vehicles that have
been completely submerged for a period of time will
usually be in a mired condition from sand, if in the
ocean, or mud, if in a river. If in doubt, rig for the
greater resistance.

Whether vehicle is upright or overturned will also
be a factor on total resistance. Again, qualified
divers should be used to locate and rig a vehicle for
recovery. They will also be able to recommend direc-
tion of recovery depending on obstacles.

4-51

Following are some examples of resistance en-
countered when recovering floating type vehicles:

e Amphibious vehicle afloat, minimal - 1/64th of
vehicle weight.

e Amphibious vehicles that are completely
submerged - Equal to weight of vehicle. If
vehicle is mired on river or ocean bottom,
calculate additional resistance as you would for
a land mire.

Fording-type vehicles that have become
disabled must also be considered for weight of
water but, only an additional 1/8th of vehicle
weight, that is, a 70-ton tank would be
calculated to weigh approximately 79 tons plus
any mire encountered. Mire factor in this case
is figured on 79 tons.

During underwater recovery operations, air bags
can be placed inside the submerged vehicle and in-
flated to provide buoyancy and decrease resistance.
To employ air bags in this type of situation, qualified
divers are recommended. The air bags or 55-gallon
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floatation devices can be attached to cable every few
feet or to snatch blocks and other tackle to aid in get-
ting the recovery equipment to the disabled vehicle.

Water Recovery

Water resistance occurs when submerged vehicles
are pulled from water to land. Water resistance is es-
timated as additional resistance equal to the vehicle
weight. Therefore, a vehicle weighing 25 tons (in-
cluding cargo) would require 50 tons of effort to
winch it from the water. In the same situation, resis-
tance would increase if the vehicle went down in the

surf, and the sand was partially covering the vehicle.

Swimming vehicles. A mechanically disabled swim-
ming vehicle offers very little resistance. On water it
can be towed with a small amount of effort compared
to rolling resistance on land.

Fording vechicl.: Vehicles become mired, nosed, and
overturned during operations just as they do during
land operations. As a result, estimate resistance in
the same way by considering vehicle weight and type
of disablement.
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CHAPTER 5

FIELD EXPEDIENTS

An expedient measure is any method by which a task is accomplished using materials
that are on hand. For example, vehicles may be required to operate in remote areas where
assistance is not readily available. Under these conditions, the driver or crew must at-
tempt self-recovery by using methods like those described previously in this chapter.

In addition, the crew can perform makeshift repairs on a mechanically disabled
vehicle using field expedients, described later. Even crew members with limited mechani-
cal training can apply expedient repairs with enough accuracy to restore at least partial
operation to a disabled vehicle. However, expedient repairs are to be used as a last resort
in emergency situations only. They must never be used in lieu of normal maintenance
repair procedures. Permanent repairs should be made as soon as possible.
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Figure 5-3. Jack Substitute (Tandem Wheels)

5-3

Another substitute for a jack is a piece of timber
which is longer than the distance from the axle to the
ground. Place one end of the timber against the axle
at an angle and the other end in a shallow hole. Drive
the vehicle onto the timber. Set the brakes and block
the vehicle securely.

DUAL WHEEL WINCHING

On dual-wheel vehicles not equipped with a
winch, use the rear wheels to aid in recovery. Fasten
one end of the rope to the wheel hub and anchor the
other end. Run the end of the rope fastened to the
wheel’s hub between the duals and through one of the
holes in the wheel disk. Take care not to place the
rope through a hole in the wheel disk where the valve
stem is located. Tie a knot in the end of the rope and
slip over the hub. Tie a second rope in the same way
to the dual wheels on the other end of the axle. Place
the vehicle in reverse gear. The ropes will wind be-
tween the two duals and cause the vehicle to move
rearward,
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Figure 5-4. Wheels Used as Winches
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SINGLE-WHEEL WINCHING

If the truck has single wheels, place a bar through
the hole in the end of the axle flange. Attach a rope
to the wheels on each side of the vehicle by fastening
them to the bars with figure-eight hitches. Apply
pressure to wind the ropes around the hubs and move
the vehicle,

USING AN A-FRAME

Frequently, a truck will become nosed in a shell
hole or narrow ditch where both lifting and pulling
forces are required to make the recovery. If the
nosed truck is equipped with a winch, use the winch
to supply the pulling force and an A-frame for the
lifting force.

To build an A-frame, use two long poles. Lash the
poles together at the top by a figure-eight or girth
hitch. Place the lower end of the poles in the ground
10-12 inches deep to prevent them from sliding when
power is applied. Then lay the upper end of the A-
frame against the front of the vehicle. Attach the A-
frame.

A NOSED TRUCK'S WINCH AND
AN A-FRAME CAN SUPPLY THE
LIFTING AND PULLING FORCES

NEEDED TO RECOVER
THE TRUCK
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Rig the winch cable for a 2:1 mechanical ad-
vantage. Secure the end of the cable to the apex of
the A-frame.

As the winch is wound in, the A-frame lifts and
pulls the truck forward. Suspend the truck over the
ditch or hole. Then fill the ditch with rocks, dirt, or
other material so that the vehicle can be driven for-
ward or backward.

ANCHORING TRACKS

Vehicles often become bellied (high-centered) on
stumps, rocks, dry ridges, or mire, and are immobi-
lized by lack of traction.

To recover a bellied vehicle, obtain a log long
enough to span the width of the vehicle and of suffi-
cient diameter to support the vehicle weight. Place

) A

mu\r’Jm A

Figure 5-6. Log Used to Anchor Tracks
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MOVING A VEHICLE WITH BOTH
TRACKS BROKEN

When both tracks are thrown, they may need to be
separated before the vehicle can be moved to
remount the tracks. Break one track and attach a
cable from the drive sprocket hub to an anchor. This
will support the vehicle so that the other track can be
separated. Chock the vehicle to keep it from rolling
out of control. Apply engine and steering power to

N

.

N

-

Figure 5-8. Moving a Vehicle with Both Tracks Broken
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INSTALLING A TRACK

Align the track with the road wheels so the center
guides will pass between the road wheels when the
vehicle is moved. Stop the vehicle so that the rear
road wheel is resting forward far enough for all the
track to pass over the sprocket.

Tie a rope to the center of the track pin on the rear
track link. Pass the rope over the center guide groove
of the sprocket hub, around and between the rear
support roller wheels, and back around the sprocket
hub, making two turns.

As power is applied to the sprocket, and the free
end of the rope is held taut, the end of the track is
pulled up to the sprocket. Once the sprocket has
engaged a minimum of three track links, stop the
sprocket, lock the brakes, and shut off the vehicle’s
engine. Remove the rope from the sprocket hub and
extend it forward over the compensating idler wheel.
Then, restart the vehicle and move forward. When
the end of the track has passed over the compensat-
ing idler, connect the track.

5-11

AS POWER IS APPLIED TO THE
SPROCKET, AND THE FREE END
OF THE ROPE IS HELD TAUT, THE
END OF THE TRACK IS PULLED
UP TO THE SPROCKET



Figure 5-10. Installing a Track

5-12



EXPEDIENT REPAIRS

DEFECTIVE TANDEM AXLE

A tandem axle with a burned-out bearing or
damaged wheel can disable a vehicle or cause further
damage if operation continues. Move the wheel of
the disabled axle onto a rock, log, or similar object
to raise the wheel as high as possible.

? b

While the wheel is raised, tie the axle as tightly as
possible to the frame by using heavy wire or a tow
chain. Do not let the chain or wire cause damage to
the brake lines. If the wheel bearing is burned out, or
for some other reason the wheel does not turn,
remove the axle shaft from the axle housing. Stuff the

\.

THIS PROCEDURE IS TO BE USED ONLY WITH TANDEM
AXLE VEHICLES. ONLY ONE AXLE SHOWN FOR

\
CLARITY.

Figure 5-11. Attaching Tandem Axle to Frame
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WARNING:
When working around batteries and battery
clamps, take care to prevent tools and
jewelry from arcing. This could cause
damage to vehicle electrical components
and personnel injury. DO NOT smoke or
permit an open flame near the batteries
since the gas from battery acid is explosive.

r

\,

FLARED PIPE

STRING WRAPPED TIGHT COUPLING NUT
IN DIRECTION SHOWN

4

\

Fi

gure 5-13. Low Pressure Line Fitting Repair
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LEAKING LOW-PRESSURE
LINE FITTING

To repair a leaking low-pressure line fitting, wind
a string or rag tightly around the line behind the
flare. Wind the string clockwise in the same direction
the coupling nut is turned to be tightened. Slide the
coupling nut over the material, screw it onto its con-
nection, and tighten it securely against the packing
string with a wrench. The string will act as a gasket
and seal the leak.

CRACKED LOW-PRESSURE
OIL OR FUEL LINES

Cracked low-pressure oil or fuel lines usually are
caused from vibration or defective metal. If this oc-
curs, stop the leak by wrapping the line tightly with
friction tape held in place by wire. The wire helps the
tape withstand pressure and usually stops the leak
until a permanent repair can be made.

COLLAPSED FLEXIBLE FUEL LINE

Make a support for the inside of the fuel line by
wrapping a thin welding rod or wire around a pencil
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happens, cut the cooling fins and push them away
from the leaking tubes. Cut the leaking tube in half
and fold the ends of the tube back about three-
fourths of an inch. Close the tube ends by pressing
them flat with pliers. Cooling system efficiency is
reduced when several tubes are cut, causing the en-
gine to overheat. When field expedient repairs on the
radiators are made, loosen the radiator cap. This

[ p
4
u U
i =W
. @)
tr rr it

\\ y,
Figure 5-15. Radiator Repair

keeps the radiator pressure from building up and
breaking the repair.

BROKEN FAN BELT

When a fan belt breaks and a replacement is not
available, mend or substitute it. To mend, punch
holes in both ends of the broken belt and put a small
gage wire or boot lace through each hole. Secure the
wire or laces. Replace the belt with just enough ten-
sion to drive the vehicle accessories.

Use fiber rope from the vehicle tarpaulin or a
piece of field telephone wire as a substitute for the
broken fan belt. Loop the wire or rope around the
pulleys several times, pull as taut as possible, and tie
with a square knot.

In both cases, operate the engine at low speed to
keep from losing or breaking the substitute belt.

BROKEN FAN BLADES

A broken fan blade will cause the engine to vibrate
and make it dangerous to operate. On fans with an
equal number of blades equally spaced, remove the

5-17
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bar by removing its cap screw and end plug, replac-
ing the cap screw in the torsion bar, and prying be-
hind the cap screw head with a tanker’s crowbar.

. Reposition the vehicle on level ground. Remove
the road wheel: position a tanker’s crowbar across
two torsion bar support housings and, using a rope
from the vehicle tarpaulin, tie the road-wheel arm to

the tanker’s crowbar. Use this expedient method
with intermediate road wheels only.

DAMAGED \
SUSPENSION COMPONENTS

To give the vehicle better stability, move the num-
ber 3 road wheel (with arm) to the rear road wheel
position as in the example shown. Due to the absence

- .

\.

TANKER'S
CROW BAR

Figure 5-17. Road Wheel Expedient Technique
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SHEAR PIN SUBSTITUTE

Make a substitute for a broken shear pin by punch-
ing out the remains of the broken shear pin, cutting
the remains in half, and inserting the two shear pin
halves with a short, wooden dowel between them.
Wrap friction tape around the shaft to cover the
shear pin hole and prevent the end of the substitute
shear pin from dropping out. Do not use a steel bolt,
spike, nail, or screwdriver blade as a substitute shear
pin because it could damage the winch and cable.

N
WORM SHAFT

SHEAR PIN

/ooﬂmm PIN WOOD DOWEL TAPE

\.

Figure 5-19. Shear Pin Subsitute
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CHAPTER 6
BDAR PROCEDURES

BDAR procedures apply at all levels from crew through DS maintenance, depending
on the extent of the damage, time available, skills required, parts, components, tools,
and materials available. Within these limits, each maintenance level will act rapidly to
restore the vehicle to the combat-ready condition required to continue the mission.

Crew/operator BDAR kits consisting of essential tools and materials should be car-
ried on board each vehicle to enable the crew to fix the simplest and most common types
of damage and random failures rapidly.

6-1
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Cosmetic repair is not necessary and is a waste of
time. Good looks are wasted on the enemy.

BE FLEXIBLE

Priorities of repair; lack of personnel, parts, and
time; a chaotic battlefield; change of mission; lack of

a weapon systems crew, and a host of unforeseen cir-
cumstances-demand a flexible approach to BDAR. It
is possible that specific repair techniques may not be
in manuals. Ingenuity must be the byword of the sol-
dier doing BDAR.

BASIC RULES OF ASSESSMENT

THINK SAFETY!

Personnel must be on the lookout for fuel/oil
spills, damaged electrical cables and wires,
live/loaded ammunition, and damaged weapons and
ammunition. Look for unexploded ordnance in the
area. Do not move or otherwise disturb unexploded
ordnance or any ammunition which has been fixed,
armed, ignited, or involved in an accident until
qualified personnel have rendered it safe. When pos-
sible, use EOD personnel to make this determina-

tion. Check the area for chemical contamination
when appropriate, such as damage from unknown
enemy weapons. Check the area for possible
depleted uranium contamination, (radiac meter)
such as from damaged ammunition or armor that
contains depleted uranium.

All practical efforts should be made to aviod en-
vironmental contamination spills of fuel or oil of over
one gallon should be reported through the chain of
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TABLE 6-1. SUMMARY OF BDAR TIME GUIDELINES

LOCATION

ELEMENTS PERFORMING BDAR

TIME (IN :osaml

Breakdown Site

Battalion Trains

(UMCP)

Brigade Support Area
(BSA)

Division Support Area
(DSA)
cCOoscom

1.0perator/Crew

2. Co/Bn Maint TM

3. DS MST from Fwd Spt Co

1. Bn Maint Plit

2. MST from Fwd Spt Maint Co
3. MST from Maint Bn

1.FSB Maint Co

2. MST from Maint Bn

3. MST from COSCOM

1. Maint Bn 36

2. MST from Corps Support Command (COSCOM)
1. COSCOM Maint Co

2

24

96
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THE PLATOON LEADER

The platoon leader will respond with directives
and, if required, will call a Company Maintenance
Team to the location of the damaged vehicle for as-
sistance. If possible, he will provide sufficient infor-
mation to enable the CMT to bring any needed repair
parts, special tools, or recovery assets to the site.

THE CREW

The crew, if directed shall proceed to make any
possible field-expedient repairs to restore
firepower, communications, and/or vehicle mobility
to the limit of their skills, materials, and tools avail-
able.

MAINTENANCE PROCEDURES AND BDAR

The operator/crew makes the initial damage as-
sessment and reports to the platoon leader. They
describe the inoperable conditions to include NBC
condition and circumstances. When the inoperable
equipment is subjected to or in danger of hostile fire,
another vehicle can be used to recover it to a secure
location. The operator/crew makes an estimate of
the situation and what maintenance support is re-
quired. Self-recovery, BDAR, and other technical
assistance are considered as options. If repairs are

6-7

beyond their capability, they must request assistance
as per unit SOP.

If this is not possible, a recovery vehicle may need
to be employed or BDAR techniques used. Equip-
ment that is damaged, but mobile, may be used to
move disabled equipment. If recovery vehicles are
not available, and as the tactical situation permits,
like vehicles may be used to recover disabled equip-
ment (that is, an M1A1 towing an M1A1).
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RECORDING BDAR REPAIRS

Attach a DD Form 1577 (or similar conspicuous
tag) to all vehicle components (Figure 6-1) which are
repaired using BDR or other expedient techniques.
It is not necessary to fill out the form. The purpose
of marking the parts is to enable mechanics to recog-
nize them quickly when the equipment is sub-
sequently returned for permanent repair, if
required.

Since it is impractical to attach tags to expedient-
ly repaired parts located on the outside of the
vehicle, note the fix on a DD Form 1577 or similar
tag. Store this tag in the compartment normally
reserved for the equipment record folder.

Place a tag conspicuously in the vehicle com-
mander or driver position when a BDAR procedure
has resulted in a degraded operating capability.
Mark this tag "BDAR," and note its specific limita-
tions or cautions,

When a component is cannibalized from a
reparable vehicle, attach a tag in the space created

NSN PART NO AND ITEM DESCRIPTION .c:mMrSnm)m_.m..ﬁnOZOm!zMo_._.>n.
MATERIEC
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SERTAL NUMBER LOY NUMBER

198 USC 1361)

REMARKS

More than $3 000 or Imprsonment for not more Then

WARNING Uniuihorred parsons removs
©r destiopng 1ha 1ag may be suby

one year or both

\. W,
Figure 6-1. DD Form 1577

by the missing part and near the master power switch
to alert downstream repair personnel readily that the
part has been removed.

When the vehicle is recovered/evacuated for per-
manent "standard" repair, and DA Forms 2404
(Figure 6-2) and 2407 (Figure 6-3) are used, add the
notation "BDAR" in the space provided for descrip-
tion of deficiencies.
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Communication Damage Report Form, DA Pam
738-750, Maintenance UPDATE, (refer to Figure 1-
1) provides for disposition of DA Form 2404 and
Copy 3 of DA Form 2407 (Figure 6-3). When
"BDAR" is noted on these forms, mail them to:

Survivability/Vulnerability
Information Analysis Center,

WL/FIVS/SURVIAC,

BLDG 45,

2130 8th Street,

Suite I,

Wight Patterson AFB,
Dayton, Ohio 45433-7542.

The information on these forms will provide data
for designing vehicles to be less susceptible to com-
bat damage and easier to repair when damaged.

BATTLEFIELD DAMAGE
ASSESSMENT AND REPAIR FORMS
This section illustrates and describes the forms

used in BDA. These forms are designed to assist per-
sonnel in rapidly assessing battlefield damaged

6-11

BY RECORDING BDAR REPAIRS,
DATA CAN BE ACCUMULATED TO
HELP DESIGN VEHICLES LESS
SUSCEPTIBLE TO COMBAT
DAMAGE AND EASIER TO REPAIR
WHEN DAMAGED
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Figure 6-7. Hull Damage Report Form



® Functionally test (repair, if necessary).

® Assess the performance.

The assessment and field fixes will enable the
vehicle to continue the mission or self-recover. They
will typically be more useful to the MT/MST for
scheduling and accomplishing both BDAR "quick
fixes" and fix-forward repairs. BDA will provide the
commander with the necessary information for time-
ly decisions on whether to continue to "fight the
vehicle" or recover it at the appropriate level.

Report battlefield damage in accordance with
local SOP.

The System Assessment Summary Form is used to
determine the following:

® Are the vehicle’s systems operable?
® What subsystems are affected?

® Is the damage reparable?

6-15

e If reparable, are there limitations?
e What is the estimated repair time?

® What is the estimated number of personnel
needed to effect repair?

® What materials are required?

® Recovery status. (Is a recovery vehicle required
or can the vehicle self-recover?)

BDAR AND RECOVERY IN SPECIAL
OPERATING ENVIRONMENTS

FMs cover doctrinal information in special
operating environments. BDAR techniques will be
more difficult in certain environments, such as cold
climates. For example, certain molecular compounds
may be difficult to apply in a cold environment. The
instructions for these compounds specify special
operating conditions for their use.
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services. The same cooperation can be developed
with allied nations. Most armies have a BDAR
program. Much of their tools, materials, and techni-
ques are similar to our own. In addition, some
foreign armies use our equipment, especially
vehicles, and are a possible source for repair parts if
cannibalization is allowed by the host nation. Host
nation agreements should outline what BDAR and
other maintenance services can be provided and the
procedures for obtaining support.

BDAR TOOLS AND EQUIPMENT

TACOM and Aviation Logistics Support Com-
mand have developed a variety of repair kits specifi-
cally designed for BDAR. Appendix A lists the
various components of current ground repair kits.
The ground kits were designed as stand-alone kits to
allow a mechanic to perform BDAR without access
to other tools. These kits will be allocated to MTs
and MSTs. Aviation kits will be restricted to AVUM
and AVIM units.

When possible, BDAR should first be performed
by the crew using the crew/operator BDAR kit BII,
COEI, AAL, and ESM list. Maintenance personnel
will have access to the same items available to the
crew as well as unit/DS BDAR Kkits, unit mechanic
tools, and DS contact maintenance truck tools. Crew
and mechanics are limited only by their imagination
and local policy when applying BDAR.

In wartime, BDAR may have to be liberally ap-
plied at the direction of the commander. In
peacetime, local command policy will direct the de-
gree of BDAR to be applied and when standard
maintenance will be used.

Ground Equipment BDAR Kits

BDAR kits were designed to allow repair in
several critical areas: fuel, hydraulic, cooling, tires,
and electrical systems as well as hull repair. While
the contents of BDAR Kkits vary somewhat, their con-
tents may be broken down into the arecas mentioned
previously. _ _

6-17
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Other Systems

Fuel cell patches are provided to patch holes in
fuel tanks. The V-belt is for fan and alternator belts.
Unit personnel are encouraged to add other items
they feel are needed in their units’ kits. Army person-
nel are only limited by their imagination and unit
funding.

Electrical Repair Kit

This kit consists of four component kits (test kit,
electrical; repair kit, wire (emergency); kit, wire
repair; and electrical kit, maintenance). All four
cases contain all the tools, test equipment , and con-
sumable materials necessary to repair more than 85
percent of the connectors used in current Army
aircraft.

6-19

Fluid Line Repair Kit

The two cases of this kit contain the tools and
hardware required to repair more than 86 percent of
the fluid lines on current Army aircraft. This kit util-
izes flexible 3000 psi hoses, flareless fittings, and
reducers.

Fuel Cell Repair Kit

The single case of this kit contains mechanical and
rubber/epoxy patches capable of rapidly making tem-
porary fuel cell repairs. The mechanical repair al-
lows for a one-time evacuation flight, while the
rubber/epoxy repair allows for 100 flight hours.



APPENDIX A
BDAR KITS

OPERATOR/CREW BDAR KIT

NSN NOMENCLATURE QUANTITY
4730-01-327-5172 CLAMP, HOSE 3/8-IN TO 4-IN 4EA
4730-00-277-7133 CLAMP, HOSE 1 1/16-INTO 2 IN 4 EA
8030-00-889-3534 TAPE, ANTI-SEIZING PIPE PLUG, TEFLON, 1/2-IN WIDE 1EA
7510-00-802-8311 TAPE, FILAMENT REINFORCED 3/4-IN 50 -YD ROLL 1EA
6145-00-152-6499 WIRE, WIRE SZ, #14 25-FT ROLL . 1EA
6145-00-435-8618 WIRE, WIRE SZ, #18 25-FT ROLL 1EA
8040-00-831-3403 ADHESIVE, EPOXY 1 PT 1EA
8030-01-299-1762 ADHESIVE, SEALANT,SILICON RUBBER (6B) RTV 103 1EA
8040-00738-6429 1EA

ADHESIVE, EPOXY (RESURCH)
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M2/3 GENERIC BDAR KIT

NSN NOMENCLATURE QUANTITY
2510-01-327-6145 KIT, REPAIR, POLYMERIC 1EA
5110-00-289-9657 FRAME, HACKSAW 1EA
5110-00-277-4588 BLADE, HACKSAW 5EA
8030-00-889-3534 TAPE, THREAD SEAL 1EA
5970-00-815-9818 TAPE, ELECTRICAL 1EA
9505-00-293-4208 WIRE, NON-ELECTRICAL 1EA
5110-00-528-9000 FILE, HALF-ROUND 1EA
5110-00-903-2506 TOOL, DEBURRING 1EA
7920-00-223:8005 BRUSH, ACID SWABBING 2EA
7920-01-195-5355 BRUSH, WIRE 1EA
5110-00-162-2205 KNIFE 1EA
5975-00-225-8722 STRAP, TIE-DOWN 10 EA
5120-01-131-1864 PLIERS, CHANNELLOCK 1EA
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8040-01-346-1339
8040-00-776-9605
5120-00-494-1911
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M88 BDAR KIT

NSN NOMENCLATURE QUANTITY
2510-01-327-6145 KIT, REPAIR, POLYMERIC 1EA
5110-00-289-9657 FRAME, HACKSAW 1EA
5110-00-277-4588 BLADE, HACKSAW SEA
8030-00-889-3534 TAPE, THREAD SEAL 1 EA
5970-00-815-9818 TAPE, ELECTRICAL 1EA
9505-00-293-4208 WIRE, NON-ELECTRICAL 1EA
5110-00-528-9000 FILE, HALF-ROUND 1EA
5110-00-903-2506 TOOL, DEBURRING 1EA
7920-00-223-8005 BRUSH, ACID SWABBING 2EA
7920-01-195-5355 BRUSH, WIRE 1EA
5110-00-162-2205 KNIFE 1 EA
5975-00-225-8722 STRAP, TIE-DOWN 10 EA
5120-01-131-1864 PLIERS, CHANNELLOCK 1EA
7510-00-684-8803 TAPE, ALUMINUM 1 EA
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M1 BDAR KIT

NSN NOMENCLATURE QUANTITY
2510-01-327-6145 KiT, REPAIR, POLYMERIC 1EA
5110-00-289-9657 FRAME, HACKSAW 1EA
5110-00-277-4588 BLADE, HACKSAW SEA
8030-00-889-3534 TAPE, THREAD SEAL 1EA
5970-00-815-9818 TAPE, ELECTRICAL 1EA
9505-00-293-4208 WIRE, NON-ELECTRICAL 1EA
5110-00-528-9000 FILE, HALF-ROUND 1EA
5110-00-903-2506 TOOL, DEBURRING 1EA
7920-00-223-8005 BRUSH, ACID SWABBING 2EA
7920-01-195-5355 BRUSH, WIRE 1EA
§110-00-162-2205 KNIFE 1EA
5975-00-225-8722 STRAP, TIE-DOWN 10 EA
5120-01-131-1864 PLIERS, CHANNELLOCK 1 EA
7510-00-684-8803 TAPE, ALUMINUM 1EA
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N=2/3 EACH UNIT IS EXPECTED AND
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BDR KITS TO SUIT ITS SPECIAL
L ) OPERATIONAL NEEDS AND

Figure A-1. M-2/3, Generic BDR Kit GEOGRAPHIC ENVIRONMENT
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Figure A-2. M-1 BDR Kit
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APPENDIX B

COMBINED AND MULTINATIONAL
RECOVERY AND BDAR OPERATIONS

Army missions increasingly call for combined and multinational recovery and BDAR
operations to be part of a multinational force. For Recovery and BDAR (R-BDAR)
managers and operators, this means that there will be many opportunities and require-
ments to recover C&M vehicles. It also means they will recover our vehicles. This appen-
dix provides guidance for making coordination for such operations and for actual
execution of such operations. It also briefly covers R-BDAR operations concerning cap-
tured or abandoned enemy equipment.
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® Identify peculiarities regarding primary
vehicles each nation might recover for the other.
Exchange technical information regarding
automotive preps required prior to towing,
preferred hookup locations for winching or
overturning, and any other information that
would help avoid unsafe or damaging R-BDAR
actions. Also exchange information regarding
special actions to be taken to secure sensitive
items such as radios, maps, Signal of Instruction
(SOI), or high cost or scarce components.

What is C&M unit doctrine regarding the use of
the disabled crew on the site? C&M doctrine
may be different from US doctrine which
requires crews to help in R-BDAR operations
as well as provide local security.

What coordination will be required regarding
passage of lines, if required? Clearly establish
who must be contacted for such passage.

Exchange operational plans and graphics as
required to preclude inadvertent distraction to

combat operations or placing R-BDAR assets in
undue danger.

Clearly establish recognition signals. These
include challenges and passwords as well as
identifying vehicle markings. Having
recognition markings is especially important in
operations where C&M units and enemy forces
use the same vehicles or in which the enemy may
be using US vehicles.

Any special operational hazards, such as the use
of NBC or minefields. As necessary and where
possible, arrange for C&M guides or provide
guides to C&C R-BDAR supporting elements.

If possible, provide C&M R-BDAR units with
US BDAR kits for effecting BDAR on US
vehicles.

Arrange for mutual training or orientation
sessions with R-BDAR personnel, if time and
situation permit.
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SECURITY OF SENSITIVE ITEMS
AND SALVAGE OF DAMAGED EQUIPMENT

Only divisional or higher commanders have the o List ideal with alternate methods of destruction
authority to order destruction of equipment. In OP applicable to all equipment, the tactical
orders, this authority is usually delegated to subor- situations in which applicable, and any
dinate commanders. limitations.

When a piece of equipment is destroyed, it must e Time estimates for destruction of each piece of
be reported through proper command channels. equipment by method and total time based on

all equipment should be computed.
Demolition Plans. Standing operating procedures :
for all using organizations should include a master ® Assign personnel to specific destruction tasks.
demolition plan. Plan should include the following:
® List any and all safety hazards or necessary
® Establish priorities of equipment for precautions, for example, depleted uranium.
destruction,
Demolition plans are only guidelines based on
¢ Establish priorities of components for ideal conditions. In other than ideal situations,

destruction on each piece of equipment as well destroy as effectively as possible.
as repair parts.

B-5
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APPENDIX C
HAND AND ARM SIGNALS

VOICE CONTROL

Ground guides controlling all tracked vehicle
recovery operations will use electronic voice means
when available supplemented by minimal hand and
arm signals as the primary means of ground control
during recovery and lift operations. Until a wireless
system is developed, units will use CVC cable (NSN
5995-00-434-5755) to link the ground guide with the
vehicle operator via the vehicle intercom system for
operations within 30 fect of the recovery vehicle.

An alternative means, especially for operation in
cxcess of 30 feet of the recovery vehicle, is to connect
a TA-312 (utilizing an optional headset for hands

frec operations) to the 1780 control box via WD-1
field telephone wire. If voice means cannot be estab-
lished, then hand and arm signals will continue to be
used.

The restrictions are:

® Units acquire extended CVC cord and/or items
needed to use.

e Units conduct familiarization, stressing
potential for extended cord or WD-1 to become
snagged or severed during operations. The
ground guide must take care not to get cord or
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The signal to RAISE THE HOIST CABLE is made
with the arm extended to the side and bent upward
at the elbow, with the index finger extended from a
fist, and the hand rotated slowly.

o’

C-3

The signal to LOWER THE HOIST CABLE is
made with the arm held downward and out slightly
from the side, with the index finger extended from a
fist, and the hand rotated slightly. This signa! may be
made with either hand with rotation made in either
direction,
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\ o

The signal to RAISE THE SPADE is given by first
pointing at the spade with the index finger of the left
hand. While pointing with the left hand, extend the
right arm toward the operator, with the arm bent up-
ward at the elbow while clenching the fist and point-
ing the thumb upward.

\, v,

The signal to LOWER THE SPADE is made in the
same way, but with the thumb of the right hand point-
ing downward.
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The signal to EXTEND THE BOOM is made with
the index and center fingers extended upward, with
the back of the hand facing the operator and the hand
moved in toward and away from the chest by bending
the elbow slowly in a pumping action.

v,

The signal to RETRACT THE BOOM is made in
the same way, but with the palm of the hand facing
the operator.
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REFER TO FM 21-305
OR FM 21-306 FOR MORE
INFORMATION ON HAND SIGNALS

N\ >

The signal to STOP any action that is being per-
formed is given by clasping the hands together with
palms facing each other at chin level.



APPENDIX D

RECOVERY GUIDELINES FOR OPERATORS/LEADERS

Perhaps the key word to success on the battlefield will be vehicle recovery, by returning
immobilized equipment to operation and continuing with the mission. Commanders take
aggressive action to retrieve damaged equipment for repair and return to use. However,
in order for a recovery operation to be successful, operators and leaders at all levels
must be trained on recovery procedures.

D-1
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Recovery vehicle operators are usually highly
trained operators. These personnel must be skilled
in the technical aspects of recovery. They must be
skilled in related tasks, such as using the BII on their
equipment and operating in a tactical environment.
Recovery equipment operators are assigned to com-
pany maintenance teams and to the recovery support
section of the maintenance platoon. Recovery per-
sonnel must be trained to check for and recognizance
booby traps, and also to clear or disarm weapon sys-
tems of supported equipment.

Specific procedures for disposition of con-
taminated equipment, contingency plans, and any
special tactical or security consideration should be
covered in the unit SOP.

Recovery personnel are unit level mechanics who

perform repairs when not engaged in recovery mis- -

stons. The following is a list of key items operators
should know:

o Oxygen and acetylene.

o Cutting torches.

® 50 machine gun.

o Communications (both radios, hand and arm
signals)

e Map reading (to include a compass).

o Identify chemical agents.

Those conducting repair or recovery should have
a plan for recovery operations. The unit SOP should
contain detailed checklists to assist in preparing for

on-site support. Preparations should include:

e Verification of location and status of disabled
equipment.

e Update on the current tactical situation,
e Selection of primary and alternate routes.
e Availability of communications, to include

communications checks, applicable call sigas,
primary and alternate frequencies.



‘fnpiqeded A1940091 awwediQ

‘pa1unbar syred sredoy

‘Anniqedeo aredar a1s wo jo wonjenjeag

"3[01Y2A PR[qESIP JO 3InjeN

‘(31q1ssod uaym) 9InoI jeuiNy
*(91q1ssod uoym sayeuip100d dewr) uoriesoj
‘sapuanbaiy opes sewIa Y

‘uonedsnuapt Juswdinbyg

:110ddus £1940921 Gurysanbas 10 Buisiazadns o)
101xd mouy pynoys s1apesj 1syj e s1 SUIMof[o [01IU0D
pue puRwwod WO paulel] 9q Jsnw L9y} ‘uvonerado
£19A0231 ® [013U02 10 3siaradns £[9A1199]]5 01 19peT|
e 10] 19pIo uj ‘sossediopun o sadpriq Juisn usym
suoneywi] 20ueILs[d> pue 1yJiom 01 udAIf aq Isnw
uonuae [ewadg sjuaunsnlpe pue sdnyooy 1adoad
10y yuswdinbo pue 3widBux oyl yoays Ajpesiporrad

ued £31) 0s si0)eiado 9[o1Y2A £1940091 Se sarnpasoxd
[eo1j0R] JWES JY) UO POulel] 99 P[NOYS SIIped]

"I9puBWWOD [BD1]0R] Y] )M P3IBUIPIOOI 9q ISniu
s1q) ‘A311n09s sastwolrdwod Aem Aue ur 10 ‘suorjerado
1eqWOd YIIM $IIDJI2IUl UOISSTW KI2A023J 3y} JI pue
‘uoTsSIW 9Y] YIim A[SNOSUBINWIS 2UOP ST }I0JJ2 SIY L
Jusmdinba psjqestp 10j syuswornnbas somodurw
pue s1asse £19A0031 Funeuipiood oy Aypqisuodsal
ay) 2aey sjuesdiss uoojeyd 10 si19peo| uoole[d

9stwoidurod Jo sadueyd 2oNpal pue AJ1INO9S
1odoid uwrejurew djoy [[im SIYL °S[ELI2JRW PIJIS
-se[d 19430 pue ‘sjuduoduwrod ‘s9dIAOpP suOIjEdIUNW
-wI00 PIYISSB[D JO SIBME 9q P[NOYS SWED) AI0A090Y

‘uoisstu 2y) 10j [suuosiad pue ‘sa(oryoa
9quawdinbs j10ddns aeradordde jo uonpajog e
‘UON)IUNUWIWE PUE SUOIIRI JO PRO[ OISBEY @

uswdmba HgN vo siseydws
ylim Juowdinbos pue Suryioo [enplaipuj e



e Tactical situation and security requirements,
risk level,

e Cargo, road, and movement restrictions.

-The recovery manager and leaders must be alert
to new situations and changing requirements. Plan-
ning and prior preparation are needed for continued
effective recovery support.

Specific BDAR Training is as follows:
® Risk Assessment Procedures.

e BDAR Assessment Procedures.

e BDAR TM familiarization.

e BDAR kit familiarization.
e Group equipment:
e Suspension systems (short trackings).

o Electrical systems (bypassing components, wire
repair).

® Cooling systems (radiator bypass and repair).

® Fuel systems (patching holes, replacing line
sections).

® Hydraulic/oil systems (repair high pressure
lines, repair oil lines).



GLOSSARY

SECTION |
ACRONYMS AND ABBREVIATIONS

ACE Armored Combat Earthmover ARTEP Army Training
and Evaluation Program

ACR Armored Cavalry Regiment

ASI additional skill identification
AE available effort

: ATCOM Aviation and Troop Command

AKERR allied kinetic energy recovery rope

AVIM aviation intermediate maintenance
AAL additional authorizations lists

AVLB armored vehicle launcher bridge
APC armored personnel carrier

AVUM aviation unit maintenance
AR Army regulation

BDA battlefield damage assessment

GLOSSARY-1
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DD
DISCOM
DMMC
DOTLMS

DRMO

DS
DSA

EOD
ESM

ESP

Department of Defense

division support command

division materiel management center
doctrine, organization, training,
leader, development, material,

and soldier

Defense Reutilization
and Marketing Office

direct support

division support area

effort

explosive ordnance disposal

expendable durable supplies
and material

extended service program

Fahrenheit

FEBA
FLOT
FM

FMTV

FMC

FRAGO
FS
FSB

FTX
FWTD
GS
HAZMAT

GLOSSARY-3

forward edge of the battle area
forward line of own troops
field manual

family of medium tactical vehicles
fully mission capable
fragmentary order

factor of safety

forward support battalion:

feet

field training exercise

fifth wheel towing device
general support

hazardous material
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MST
NATO
NBC
NBCRS

NSN
NTC
OBT
OPORD
OPSEC
PAG
PDO
PLL
POL

maintenance support team
North American Treaty Organization
nuclear, biological, chemical

nuclear, biological, chemical
recovery system

national stock number
National Training Center
on board tow bar
operation order
operations security
Program Advisory Group
property disposal office
prescribed load list

petroleum, oils, and lubricants

PLT
PMCS

PPS
QASAS

QSTAG

RO/RO
RPM

RV
R-BDAR

GLOSSARY-5

platoon

preventive maintenance checks
and services

pounds per square inch

quality assurance specialist
ammunition surveillance

Quadripartite Standardization
Agreement

resistance

roll on/roll off
revolution per minute
recovery vehicle

recovery-battlefield damage
assessment and repair

Supply 0309.. (US Army)
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Section I
TERMS

Battlefield Damage (BD) - Includes all modes
of equipment failures that occur during operations
in wartime and peacetime which prevent the equip-
ment from completing its mission. This includes
actual battliefield damage, random failures,
operator errors, accidents, and "fair-wear-and-
tear" failures.

Battlefield Damage Assessment and Repair
(BDAR) - BDAR is any action taken to return dis-
abled equipment rapidly to the operational com-
mander by expediently assessing, fixing,
bypassing, or jury-rigging components to restore
the minimal functional combat capabilities re-
quired for the continuation of a specific mission or
to enable the equipment to self-recover. Repairs
are temporary and may or may not return the sys-
tem to a fully mission capable status. BDAR con-
sists of battlefield damage assessment (BDA) and
battlefield damage repair (BDR).

Battle Damage Assessment (BDA) - Battle
damage assessment is the first step in the BDAR
process. The crew/operator, if possible, make the
initial assessment and performs the repair, if within
their capability. The MT/MST, when called, will
verify the crew/operator assessment and follow up
with a more detailed assessment. BDA is the pro-
cedure to rapidly determine what is damaged,
whether it is repairable, what assets are required
to make the repair, who can do the repair, and
where the repair should be performed.

The senior mechanic is responsible for the final
assessment. The assessment process includes the
following steps:

e Determine if the repair can be deferred, orif it
must be accomplished.

® |solate the damaged areas and components.
- Determine which components must be fixed.

GLOSSARY-7
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crew, to inspect out-of-action equipment to con-
firm the crew’s original damage assessment. The
maintenance team’s assessment determines if
field repairs will be conducted or if recovery is re-
quired. Depending on METT-T, the crew will assist
the MT in restoring the equipment to mission
capability.

Maintenance Support Team (MST) - The MST
consists of direct support mechanics and techni-
cal specialists, who are trained in assessing bat-
tlefield damage, in addition to their specialty. The
MT calls the MST when equipment damage ex-
ceeds MT repair capability.

Mission, Enemy, Terrain, Troops, and Time
available (METT-T) - Factors considered during
the planning or execution of a tactical operation.”

Fully Mission Capable (FMC) - The equipment
can perform all its combat missions for which it
was designed without endangering the life of the
crew. To be FMC, the equipment must be compiete
and fully operable with no faults listed in the
"equipment is not ready/available if* column of the

operator’s preventive maintenance checks and
services (PMCS) -10 manual.

Combat Capable (CC) - The equipment meets
the minimal functional combat capability require-
ments. The vehicle must still have move-shoot-
and communication-capabilities to be combat
capable.

Combat Emergency Capable (CEC) - The
vehicle meets the needs for a specific tactical
maneuver or firing mission; however, all systems
(move-shoot-communicate) are not fully function-
al. Also, additional damage, due to the nature of an
expedient repair, may occur to the equipment if it
is used. The commander must decide if these
limitations are acceptable for that specific situa-
tion.

Self-Recovery Capable (SRC) - The vehicle
can move under its own power and is able to clear
the battlefield under its own power. To be SRC, the
vehicle must have forward and reverse gears and
be able to come to a complete stop using its
brakes.

Cannibalization - If the vehicle is damaged to
the point where the commander feels it is un-

GLOSSARY-9
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Expedients, 5-2 .
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Line Forces, 3-7
Manpower Method, 3-10
Techniques, 3-10

INDEX-3



£6108/5¥L-08¥- L661 OLLI0 DNLLNIUd INTWNYIAOCD '§NLL lemﬁ— Z—

€2-T 'S8UOUIM

£-G ‘9Ol-¥ ‘Li-v ‘Buiyduip
0S-¥ ‘02-2 ‘A1an008) 181EM
M

Li-p ‘S3I0IUDdA PIIBAUM

y-v ‘LL-v "S8DIYSA pAIBIL

2Z-v ‘sepein uo suonesddQ
Buimo |
12-¥ ‘GL-€ ‘ieg Mo}

9z-z ‘eidung

G-¢ ‘1g-z ‘adueisisay

¢-g ‘auljuiniay

g-¢ ‘Jo abejueape |eojueydeN

g-z ‘uswyoene Jo poyian
2-¢ ‘sui jed
£-¢ ‘aul peag
gz-z '‘punodwod
Zi-g 'buyoeny
apoelL

1

£-9 ‘1-v ‘c-z ‘Al9jeg

)
G-2 ‘8IIM
6-¢ "18qld
adoy



FM 9-43-2
FMFRP 4-34
TO 36-1-181
By Order of the Secretaries of the Army and Air Force: 3 OCTOBER 1995
By Direction of the Commandant of the Marine Corps:
DENNIS J. REIMER

General, United States Army
Offical: XQ\Q & 7 )

Chief of Staff
JOEL B. HUDSON

Acting Administrative Assistant to the

Secretary of the Arm
4 sgw Ronald R. Fogleman
General, United States Air Force

Chief of Statf

Offical:
RONALD W. YATES
General , United States Air Force

Commander, AFMC %?cfp }k QQS) sm,urt.r

PAUL K. VAN RIPER
Lieutenant General, US Marine Corps
Commanding General
Marine Corps Combat Development Command
Quantico, Virginia

DISTRIBUTION:
Active Army, USAR, ARNG: To be distributed in accordance with DA Form 12-11E, requirements for FM 9-43-3,

Recovery and Battlefield Damage Assessment and Repair (Qty rqr block no. 5173)



000—610¥20  :Nid 0000S€Y00¥1L :NOd DINSN



